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1.1 Motivation and outline
Composites are combinations of two or more distinct materials usually resulting
in a material that displays a variety of physical properties that are better than each of
the constituents on their own. The successful implementation of composite materials
in design is predicated upon establishing material properties early in the design cycle.
As outlined in the ”Design and manufacturing guideline for aerospace composites”
[69], a preferred design process should be able to, identify intended manufacturing
process, identify defects during manufacturing, and approximate material allowables
like strength, using the said manufacturing process. Strength allowables, tensile and
compressive, are critical because these are the parameters that set the limits on the
stability of structures, particularly in aerospace applications where weight is a critical
factor.
As with any material system, defects in composites are an unavoidable conse-
quence of unintended variations in the manufacturing processes. The design philos-
ophy in dealing with defects has been to apply a large arbitrary factor of safety, of
about 2 ∼ 3 [69], while designing, which in turn drives up the cost of structures. The
obvious solution is to reduce the number and types of defects in the material, which is
not always possible or has large a cost penalty associated with it. The alternative is
1
to understand how defects can influence strength allowables and reduce the factor of
safety such that the design is still tolerant to the observed defect. The latter approach
is commonly known as defect tolerant design. The study of defects and its influence
on strength allowables is broadly referred to as defect mechanics.
In this dissertation, studies on two prevalent failure mechanisms under defect me-
chanics are presented. These failure mechanisms are; (a) Kinking, under compressive
loads, and (b) fracture. Kinking failure refers to kink band formation in composites
under compressive loading. Fracture refers to initiation and progression of a crack
from a pre-existing crack like defect within a composite, or homogeneous material
under compressive or tensile loading.
In the first part, studies relating to kinking failure are introduced in section 1.2
and detailed in chapters II,III & IV. Experimental, analytical and numerical analysis
were conducted to study kinking failure in composites with defects, like waviness and
holes. Analysis methods with varying degree of fidelity are presented to compute
strength knock-downs due to these defects. A new analytical formulation for kink
band formation was also developed. This formulation provides pre-peak, peak and
post-peak response during kinking failure. The formulation highlights some of the
deficiencies of previous analytical models and can potentially replace micro-mechanics
based finite element models for strength prediction.
In the second part, a fundamental and critical re-examination of fracture mechan-
ics is introduced in chapter V and detailed in VI & VII. In chapter VIII, important
results and significant contributions of the studies carried out in this dissertation are
summarized. Using experimental results and examples from literature it is shown
that Linear Elastic Fracture Mechanics (LEFM) based energy release rate methods
are of limited use for predicting certain types of crack growth. An alternative theory
of crack initiation and growth that does not rely on the criticality of the energy re-
lease rate for crack growth is presented. This theory is shown to cover a wider range
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of crack initiation and growth problems. It also provides a phenomenological expla-
nation for non-smooth crack growth and R-curve behavior observed in experiments
with composite specimens.
1.2 Introduction: Kinking failure due to defects
Defects in composites can be due to manufacturing processes, design or environ-
ment. For example, wrinkling, delamination, resin pockets are common manufactur-
ing defects found in composites[35]. Defects can also be introduced as an unintended
consequence of the design and manufacturing process; eg; optical fiber sensor inserts
in composites [86] or ply drop-offs in non-uniform sections. Environmental factors
like hail, lightning strikes, etc; can also induce damage/defects. These defects essen-
tially act as local stress raisers. In compression, it is observed from experiments that
these stress raisers cause failure due to kinking in localized region of the component.
Therefore, the problem of compression of composites with defects can be understood
as two sub-problems and can be solved as such. The two sub problems are; first,
non-homogeneous stress in a structure because of a defect, and second, the kink band
formation when the structure is stressed. Taking this idea further, there are two solu-
tion approaches, as shown in figure 1.1, available to solve the problem; first, referred
to as physics based analysis, is where the actual physics of kink band formation during
structural analysis is captured. In a second approach referred to as criterion based
analysis, a strength value obtained from an independent kinking analysis is used as
an input for a separate structural analysis where failure is determined by a failure
criterion that uses the input from the kinking analysis. In the following chapters each
of these methods are illustrated.
In chapter II, a physics based approach is described to study the compressive
strength knock-down because of kinking failure in wavy composites. Compression















Figure 1.1: Physics based and criterion based analysis methods for composite strength
defects of varying aspect ratios. A local-global modeling approach was used to sim-
ulate and predict kink banding, which was observed to be a strength limiting mech-
anism. The numerical model was also used to conduct a parametric study on the
influence of misalignment angle and defect aspect ratio. Chapter III outlines an an-
alytical, criterion based model, and a numerical, physics based, model to predict the
compressive strength of a relatively thin laminate with a hole.
The analysis approaches described above are not restricted to compressive fail-
ure. These can also be applied to tensile loading cases as is shown in Appendix B.
However, under tensile loading the mechanism of failure is different, thus, a criterion
similar to kinking (i.e. fiber fracture) has to be first developed to proceed. As shown
in Appendix B, a unified model that can be used for predicting both tensile and
compressive strengths using the same set of coupon level, material property data is
presented.
From the studies conducted in chapters (II,III) and Appendix B, it will be evi-
dent that physics of kink band formation plays an important role in the compressive
strength of composites. In chapter IV, a new analytical formulation for kink band
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formation will be presented. This formulation is developed with the aim of replacing
computationally expensive finite element based micro mechanics models.
The results and methods presented are practical and validated against experimen-
tal data. They serve as a step in establishing a virtual building block, bottom-up ap-
proach to designing future airframe structures with composite materials. The results




Compression of thick composite with waviness
2.1 Introduction
The compression strength of a laminated composite structure is a design driver in
many applications in the aerospace, automotive and wind turbine industries. Typi-
cally, any part designed using composite materials, to be used under compression, is
designed with high factor of safety, ie; it is intentionally over designed. This is because
of the fact that even small misalignment in fiber angles, of composite, with respect to
loading direction, can lead to a drastic knock down in compressive strength [20, 61].
Misalignments are generally attributed to and are inherent part of the manufacturing
process involved in making of a component. This is especially true in wind turbine
blade industry because it requires a labour intensive manual manufacturing process.
Misalignments can be caused due to incorrect curing procedure, foreign body, defects,
inserts, crimping, etc. Manufacturing induced misalignments broadly fall under two
criterion, (a) small mis-alignments; ie, mis-alignment angle (φ) less the 5◦ or (b) gross
mis-alignments or waviness; ie; φ > 5◦. Small mis-alignments are in general localized
within a certain region of the composite and do not cause measurable, change in
profile. Gross mis-alignment or waviness leads to a measurable change in profile of a
composite section. An important point to note here is that waviness can have small
mis-alignments within it. Since manufacturing induced misalignment cannot be com-
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pletely eliminated, it is important to understand the basic failure mechanisms induced
by these defects, and how these influence the compressive strength of composites.
Compression failure in composite, in the presence of defects, is complex because
there are multiple failure modes (kinking[20], splitting[61], delamination and buck-
ling) that can occur, and in some cases these modes can interact [76]. Each failure
mode results in the lowering of compressive strength of the composite, but some
failure modes are more catastrophic than others, like kinking. What complicates
matter is that in thick composites with gross defects have a non-uniform geometry
which induces non-uniform stresses in the composite. Hence, predicting compressive
strength of thick composite with defects is essentially a problem of kinking failure
due to non-uniform stress caused by waviness of the fiber.
Past studies on the effect of fiber waviness have examined the interaction of wavi-
ness with the reduction in the tangent stiffness of the matrix [61]. Other studies by
Mandell and Samborsky [66] have looked at the effect of fiber waviness experimentally
on the strength knock-downs. In this study we concentrate on failure due to fiber
waviness in thick unidirectional carbon composites. The effects of a single type of de-
fect on compression strength has been examined systematically by conducting coupon
level experiments to obtain compressive response. Since, kinking failure is the domi-
nant failure mode in compressive loading of composite, a parametric micro-mechanical
modeling approach is proposed to simulate and predict the observed experimental re-
sults. This approach aims to capture kink band formation using a reduced model




2.2.1 Fabrication & Testing
The first task of the study was to manufacture coupons with controlled defect
geometry that reflects the actual defects in field. Field defects are categorized based
on shape of the defect as being sinusoidal (generally low aspect ratio) or high aspect
ratio. Sinusoidal defects conform to a sine profile, whereas high aspect ratio defects
induce waviness due to the edge profile but have a flat peak.
Defects were introduced by inserting pre-cured resin blocks located at the center
of the coupon with respect to length and at a height, hd, measured from the bottom
flat surface. The size of the defect is commonly defined by the normalizing parameter
Rd = Ad/Ld, which is the ratio of amplitude of defect and the length of defect.
Similarly, the bulge on the surface of the defect is characterized by the ratio Rb =
Ab/Lb, as shown in Figure 2.1. Measurement of cured coupons reveal that Rd > Rb,
which is due to the tendency of fibers to assume a minimum bending angle, causing the
defect wavelength to increase as one moves outwards from the root of the defect. Due
to this, the fiber volume fraction varies from near the defect to the outer edge. Post
cure nominal volume fractions of the specimens was determined from microscopic
image analysis of samples and found to be Vf = 0.434 ± 0.027, figure 2.2. It was
also noticed that cured samples showed distinct unidirectional layers of thickness
0.4907 ± 0.1071mm , as seen in figure 2.3. In addition, misalignment angle (α) of
fiber above the defect, was also measured by pixel measurement of scanned cross-
sections of the specimens. Table(2.1) provides the nominal dimensions of specimens
used for the experiments, where specimens are classified based on defect location as:
BD-bottom defect, MD-middle defect, TD-top defect.
Quasi-static compression tests were conducted on an MTS R© high force servo-




Figure 2.1: Dimensions of compression test coupons with defect inserts.
Figure 2.2: Microscopic image of composite cross-section (P-P in figure 2.1) and
volume fraction PDF (µ = 43.37%, σ = 2.64%).
Fixture. The ends of each specimen were squared and assembled flush with the test
fixture to avoid end effects. The CLC fixture is used to apply compressive load axially
along the length of the specimen, and to clamp the specimen on the ends as shown
in Figure 2.4. Tests were conducted at a crosshead displacement rate of 1mm.min−1.
For measurement of strains, a speckle pattern was applied on each specimen and high
resolution images were taken using a digital camera at a framing rate of 1 frame per
second. Strain fields were obtained by post processing the images using Digital Image
Correlation (DIC) software Aramis R©.
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Figure 2.3: Microscopic image showing layers in UD coupon.
Table 2.1: Specimen type and dimensions.
Class Hc/Hd Rd Rb α Lb
(−) (mm) (deg) (mm) (mm)
BD 0.03 0.16∼0.25 0.014∼0.24 12.53 ∼33.69 44.0∼ 154.5
MD 0.5 0.041∼0.068 0.03∼0.04 18.05∼19.29 86.28∼142.09
TD 0.730 0.027 0.021 9.94 113.38
2.2.2 Observations
All specimens failed catastrophically characterized by the sudden and large drop
in load measurement and an audible sound. It was also observed that in all cases
the insert debonded first usually along the bottom of the defect. This caused the
propagation of a delamination along the plane of insert thereby separating the wavy
and straight part of the component. Though the delamination did not result in
significant loss in load, it did cause global buckling in large aspect ratio defects.
Failure mode causing catastrophic load drop varied from kink band formation to
wave delamination and also out-of-plane kink banding*. Figure 2.5 depicts different
failure modes, out-of-plane kinking (OK), in-plane kinking (IK) and delamination
(DL) observed in experiments.




Figure 2.4: Wyoming CLC compression fixture.
Figure 2.14 & 2.15 shows typical force displacement plots for IK and DL failures.
In both cases, as the loading progresses, regions of strain concentration are observed
approximately at the start of non-linear response exhibited by the force-displacement
response. In case of a sharper defect like in figure 2.14, strain concentration band
is narrower than that of a shallower defect. IK failure is predominantly observed in
small aspect ratio defects with high degree of fiber misalignment.
Figure 2.6, shows examples of failure of coupons due to IK and failure due to a mix
of delamination and kinking. It is interesting to note that in case of pure IK failure,
as seen in higher α misalignments, even the matrix rich region undergoes bending
due to kinking and does not delaminate. Whereas for misalignments in the range of
15◦ ∼ 20◦ both delamination and kinking are observed.
2.2.3 Results
The results of compression tests are shown in figure(2.7,2.8) where experimental




Figure 2.5: Failure modes seen in experiments.




results are plotted against Rd figure(2.7) and α figure(2.8). One outlier in the data
corresponds to BD3 which, due to it’s large aspect ratio and thin wavy section,
showed global buckling and delamination.The results seem to be insensitive to Rd as
is seen from figure(2.7), which is because the aspect ratio of defect Rd is not a true
measurement of fiber misalignment. Though the defect causes misalignment, the
profile of the fiber over the defect will not conform to the cosine profile of the defect,
but will conform to a profile offering least angle of bend. As is seen in figure(2.8),
the compressive strength shows much better spread with respect to α. Coupons with
small (∼< 10◦) misalignments tend to kink out of plane (in x− z plane) because the
cross-section is constraint free in the z direction but clamped in the y direction. By
comparing the failure modes observed with the corresponding misalignment angle, a
transition in the failure mechanism from out-of-plane kinking to in-plane kinking is
observed, with a region in between where delamination and kinking can both occur,
as show in figure (2.8). In general, compressive strength reduced with increasing
misalignment angle.
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An examination of the coupon geometry indicates that there are six parameters
that control the fiber waviness as shown in Figure 2.9; α, φ, Ld, Lb, Ad, Ab. However,
the number of variables can be reduced to three, α, φ, and Ld. This is achieved by
considering the profile as a cubic spline defined as:
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(x− Ld/2) + 14
Ad
h3
(x− Ld/2)3 ∀ h ≤ x ≤ Ld
(2.1)
where, h = Ld/4 and the inflection point of curvature is at (±h,Ad/2). This for-
mulation only requires α & Ld. Ad is obtained from the relation for maximum mis-







It should be noted that the traditional non-dimensional parameterRd does not give
the maximum misalignment angle which is at the inflection point of the curvature over
the defect. This is especially true for high aspect ratios. Using the above equations
we can now define the fiber profile over the defect, however, as we move from the
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Figure 2.8: Normalized peak compressive stress plotted against misalignment angle
α.
defect to the outer edges, the wavelength increases. To capture this, a propagation





Propagation angle will be a function of fiber bending stiffness, coupon thickness,
location of defect, curing pressure and matrix properties. Predicting the propagation
angle (due to manufacturing) is beyond the scope of this study, hence, an empirical
value measured from the coupons were used. For the bottom defect, it was found
that φ = 21.707 ± 2.71◦, and for the middle defect and top defect φ ≈ 12◦, φ ≈ 10◦
were obtained, respectively. For the finite element based micro-mechanical model, the
same cubic spline and propagation angle is followed with an additional constraint that
the diameter of fiber is kept constant. The additional constraint ensures that change






Figure 2.9: Geometry corresponding to the modelling parameters.
This is important because the location of shear stress concentration will also depend
on the fiber volume fraction change along the wave.
2.3.2 2D Micromechanics based kink-band analysis
For in-plane kinking, a micro-mechanical model of the composite with alternating
layers of fiber & matrix is used. Fibers are modeled as homogeneous orthotropic
continua and the matrix is modeled as an isotropic material. In the past, Lee et al
[61], Pimenta et al[72] have used a similar approach to obtain the kinking strength
of a composite. Yerramalli et al[109] have also shown scaling studies where in lieu of
conducting a full scale micro-mechanics model, which is computationally expensive,
a scaled down coupon can be used. For this study we follow a global-local approach
as defined in the work by Ahn & Waas [2].
The global macro-mechanical model is a layered full scale homogenized model,
with each layer modeled as homogeneous orthotropic material and the local mate-
rial orientation is changed continuously based on the profile of the layer, as shown
in Figure 2.10. Thickness of each layer is kept as 0.5mm (mean thickness measured
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from coupons is 0.491± 0.107). The local micro-mechanical model is a sub-region of
the global model but with fiber and matrix modeled explicitly. The fiber is modeled
orthotropic, elastic, while the matrix is modeled as an elastic-plastic using J2 incre-
mental theory of plasticity solid. Here again, the material orientation of the fiber





Figure 2.10: Modeling of layers and material orientation.
Lamina properties were obtained from the Concentric Cylinder Model (CCM)
using fiber (listed in table 2.2) and matrix material properties obtained from Ng et
al [70]. The matrix non-linear in-situ equivalent stress-strain properties were taken
from Ng et al [70].
Table 2.2: Fiber Properties
E11 E22 E33 G12 G13 G23 ν12 ν13 ν23
(GPa) (GPa) (GPa) (GPa) (GPa) (GPa) (−) (−) (−)
276 20.5 20.5 32.8 32.8 7.6 0.28 0.28 0.28
The local-global approach implemented here is a three step procedure using a
macro-mechanical model and a micro-mechanical model as depicted in Figure 2.16.
Step 1, is a linear elastic step where a known displacement is applied in the axial(x)
direction and the displacements (∆x,y) at nodes corresponding to local boundary
(A′ − B′ − C ′ −D′) are obtained. These displacements ∆x,y are then applied on the
local micro-mechanics model boundary and a linear elastic analysis is performed in
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step 2, henceforth called ”Local Liner Model”. In step 3, the reaction forces obtained
(Rx,y) in step 2 are applied on boundaries (A
′ − B′)&(C ′ − D′) along with ∆x,y on
(A′ − D′)&(B′ − C ′) and a non-linear Riks response analysis is conducted (”Local
Non-linear Model”). By applying reaction forces instead of displacement, the top
and bottom boundaries are kept free of constraints, thereby allowing for kink band
formation. The application of reaction forces is also important to ensure that the
local model follows the global deformation profile in the elastic regimen.
The axial reaction force Rx obtained from steps 1 & 2 provide the linear relation
between local and global as a simple ratio R̂ = (Rglobalx /R
local
x ). Now, from step 3, we
get the micro-kink initiation load (Rlocalk ) which will correspond to the global kinking
strength σk as ;
σk = (R
global
k )/A = (R̂ R
local
k )/A (2.4)
To determine the appropriate size of the local-region, a scaling study was conducted
where the size was scaled by the number of fibers in the thickness direction as shown
in Figure 2.11, while keeping the aspect ratio (A
′−B′
A′−D′ ) fixed. Figure 2.11 also shows the
plot of normalized Xc as the number of fibers are increased. Strength values converge
with increasing number of fibers and the number of fibers for subsequent simulations
is taken as 150.
2.3.3 Results
Simulations were conducted for defect angles, α = 30◦, 20◦, 15◦, 10◦, 5◦ with Hd =
1, 2, 3mm to examine the trend in kinking strength. Figure 2.12 shows the results
of the parametric study. With an increase in both misalignment angle and defect
height, a decrease in kinking strength is predicted. Defect height is seen to have less
influence on the kinking strength with increasing misalignment angle. The results






Figure 2.11: Scaling study to determine the local model size.
2.13. Simulations were conducted on specimens corresponding to mean and maximum
fiber volume fractions estimated from image analyses. The simulation results are
within the experimental scatter as shown in the figure 2.13.
2.4 Conclusions & future work
The experimental studies conducted have shown that there is a significant knock-
down in compressive strength of unidirectional composite laminates due to fiber wavi-
ness, induced by defects. By post-experiment observations of failed coupons, three
modes of failure are identified; (a) In-plane kinking (IK), (b) out-of-plane kinking
(OK), and (c) delamination (DL). As expected, compressive strength is observed to
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Figure 2.12: Parametric study results for in-plane kinking.
drop with increase in misalignment angle (α). However, the mode of failure changes
with changes in misalignment. For low α < 10◦ OK is dominant, for 10◦ < α < 25◦,
failure occurs by a combination of kinking and delamination, and for α > 25◦ failure
is due to IK. Though delamination is observed, kinking is a dominant failure mode
in observed. To capture the kinking failure and the non-homogeneous stress field
due to waviness, a global-local analysis approach is utilized. Using this approach
the size of the model can be significantly reduced as compared to using a complete
micro-mechanics model of the component. The analysis results indicate that the
compressive strength is strongly influenced by misalignment angle. The influence of
height of defect reduces with misalignment. Overall, the approach used for model-
ing appeared to provide a good match with experiments, both in terms of strength
prediction and failure mode.
Current model is able to capture kink band formation. However, it does not
capture delamination failure. Incorporating delamination failure in micro-mechanics
based models is a computationally expensive method. Instead, an up-scaled homog-
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Figure 2.13: Micro-mechanical computational results compared against experimental
results.
enized model with delamination incorporated using cohesive methods is required. A
possible method to homogenization which can also capture kinking was presented by










Figure 2.14: Load-displacement plot and corresponding shear strain DIC contours





































Step 1: Global model
Step 2: Local model
Local load displacement curve






Figure 2.17: Computational results from a global-local analysis with matrix shear
stress plots showing evolution of shear stress and kink banding.
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CHAPTER III
Compression of thin laminates with hole
3.1 Introduction
Predicting the open hole compression strength of a laminated fiber reinforced com-
posite is an important consideration in material qualification for aerospace structural
design. Experimental results of fiber reinforced composite panels with holes and cut-
outs show a significant drop in compressive strength as a function of hole size due to
stress gradients generated by the hole and because of the large stresses that concen-
trate at the hole edge. In cross-ply laminates the failure is generally dominated by
the 0◦ ply kink banding failure. Hence, though the problem of predicting compressive
strength of laminated composite with a cutout is complex, it can be simplified by
focussing attention on the failure of the 0◦ lamina within the laminate. There are two
main points that needs to be taken into consideration; first the compressive strength
of the 0◦ lamina and second, the influence of the hole on the stress distribution around
the hole. Prior studies, [100], [23], [2], and [3], have examined the problem in detail
and have developed both analytical and numerical methods based on careful exper-
imental results to predict Open Hole Compressive Strength (OHCS) with varying
degrees of sophistication in the modeling. In this chapter, we have developed a novel







Figure 3.1: Dimensions of compression test coupons with hole.
At the zeroth level, we present a simple engineering approach using a combination
of the Considere construction [89], and Lekhnitskii’s [62] formulation to approximate
the compressive strength of multi-directional laminates with a hole. At the first
order level, this model is refined by a combination of micromechanics and classical
lamination theory, implemented using the finite element method to capture kink-
band formation using a global-local approach, [3], to arrive at an accurate prediction
of OHCS for a class of popular laminates. The model uses constitutive properties of
the fiber and the in-situ in-plane lamina shear-stress strain response.
Predictions of OHCS obtained from the two approaches are compared with ex-
perimental results for laminates with varying percentages of 0◦ plies. The geometry
of the OHC coupon in shown in figure(3.1).
3.2 Measuring the lamina in-situ shear response
Characterization of the in-situ lamina shear response is done using the procedure
described by Ng et al [70]. Tensile tests of dog-bone shaped specimens of ±45◦s
were conducted to obtain the in-plane lamina shear stress response, and the tests
followed the guidelines of ASTM D3518 and D3039 for strain gauge requirements
and gauge section dimensions. Dogbone-shaped specimens were used rather than
standard coupon-shaped because previous work showed a tendency of specimen failure
27
within the grips for straight-sided coupons and within the gauge section for dog-bone
coupons.
A speckle pattern was implemented on one side of the specimens to capture full
field strain data using an optical camera and the speckle images were analyzed us-
ing the ARAMIS digital image correlation (DIC) software. Strain gauge data was
compared to, and agreed with, the strains obtained through DIC. However, strain
gauges did not cover the full range of strains seen in the experiments and failed prior
to sample ultimate failure. Hence, DIC measurements were used for calculating full
field strain data and used for the analysis.
Using the shear response of the lamina, the in-situ shear response of the damaging
matrix, which is shown in figure (3.2) was extracted as described in [70]. From this,
the in-situ matrix equivalent stress vs equivalent strain response can be calculated
(Ng et al [70]) and is shown in figure (3.3).
Figure 3.2: In-situ shear stress-strain obtained from ±45 coupon tests
28
Figure 3.3: Equivalent stress-strain curve
3.3 Zeroth level prediction
In multi-directional laminates, compression strength is generally dominated by
the 0◦ ply kink banding failure. Even though the problem of predicting compressive
strength of laminated composite with a cut-out is complex, it can be simplified by
focusing attention on the failure of 0◦ laminae within the laminate. More specifically,
the failure of 0◦ laminae occurs at the location of maximum stress, which, in case of
laminates with cut-outs like a hole, are at the hole edge. Hence, the simplest approach
would involve; (a) knowing the compressive strength of 0◦ lamina and, (b) knowing
the value of stress at the hole edge. Therefore, the compressive strength of laminates
with a hole is taken to be the applied stress which causes the maximum stress at
the hole edge to reach the compressive strength of the 0◦ lamina. This approach is
implemented using a combination of the Considere construction [89], and Lekhnitskii’s
[62] formulation. Considere construction is a geometric construction which utilizes
the lamina shear stress-strain response to obtain the compressive strength of a 0◦
lamina (X0c ) for a given fiber misalignment φ, as shown in figure 3.4.
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where, φ̂ is the fiber misalignment, τ̂12 is the shear stress and γ̂12 shear strain.







where, EL11 and E
0
11 are the elastic moduli of the laminate and the 0
◦ ply, respec-
tively, in the direction of compressive load. Further, X0c is the compressive strength
of a 0◦ lamina for a given fiber misalignment φ.
The equation above provides the compressive strength of a laminate without any
stress-raisers (such as at cutout edges). In the presence of a hole, the maximum
stresses occur at the hole edge due to non-uniform stress distribution. Using the






Figure 3.5: Infinite plate with a hole under compression
to the stress distribution in an orthotropic infinite plate with a hole (shown in fig-
ure (3.5)). The equation below provides an accurate description of the axial stress,
(σyy(x, 0)) distribution due to a far field stress, σ∞,
σyy(x,0)
σ∞























− νyx) + EyyGyx
(3.3)
Using the above equation, we can approximate the stress at the edge of the hole




Assuming the material at the edge of the hole, where the stress is maximum, fails
at the strength provided by equation 3.4, above, ie; σyy(R, 0) ≈ XLc we can obtain
the corresponding far field stress. This far field stress will be the critical strength of











Thus, this equation provides the OHCS of a laminate (XLc , in terms of the pristine
lamina compressive strength, (X0c ). The approach presented here can also be used to
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estimate the open hole compressive strength for other cutout shapes and for multiaxial
planar loading, provided an expression that relates the maximum stress at the cutout
edge in terms of the applied far-field loading is available.
3.4 Numerical predictions - first order analysis
First order analysis is based on the same mechanism as the zeroth order approach,
that the failure in laminates under compressive loading is due to kink banding. How-
ever, instead of analysing the kink banding of a pristine 0◦ lamina, and the non-
homogeneous stress field due to a cut-out separately, the kink band formation in a
0◦ lamina in a non-homogeneous stress field is analysed. This is achieved through
a micro-mechanical, finite element model of the 0◦ lamina with a cut-out. In the
micro-mechanics model, the fibers are explicitly modeled as homogeneous orthotropic
continua and the matrix is modeled as an isotropic material with in-situ elastic-plastic
properties. Micro-mechanics model, however, is a computationally expensive method,
because of the difference in length scale of fiber and lamina. To model a complete
lamina using micro-mechanics will require thousands of fiber-matrix layers, which is
computationally prohibitive. To overcome the issue of computational cost the model
is reduced by analysing a micro-region around the hole. Boundary conditions to be
applied on the micro-region are obtained from a global homogeneous model. This
method is called the global-local approach as defined in the work by Ahn & Waas [3]
and Davidson & Waas [33]. In some reports, this method has also been referred to
as the embedded cell method (see, for example, [43])
The local-global approach implemented here is a three step procedure (each sub-
sequent step relies on the results of the prior step) using a macro-mechanical model
and this is as depicted in figure(3.6). The macro-model, outside the micromechanics
sub-region, is a 2D half symmetric model with homogenized transversely isotropic
lamina properties of the 0◦ lamina. Step 1, is a linear elastic step where a known
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far-field displacement is applied in the axial(y) direction and the displacements (∆x,y)
at nodes corresponding to the micro-region boundary (A−B−C −D) are obtained.
These displacements ∆x,y are then applied on the isolated local micro-mechanics
model boundary and another linear elastic analysis is performed in step 2, henceforth
called ”Local Linear Model”. In step 3, the reaction forces, (Rx,y), obtained in step 2
are applied on boundaries (A−D)&(B−C) along with ∆x,y on (A−B)&(C−D) and
a non-linear Riks response analysis is conducted (”Local Non-linear Model”) on the
isolated local micro-mechanics model. Only step 3 is an incremental analysis while
steps 1 and 2 are linear and hence done only once. Step 2 is needed to obtain the
consistent reaction forces on parts of the boundary of the micro-region, since step 3
uses mixed boundary conditions on the micro-region boundary.
Figure 3.6: Steps in global-local analysis
Typically, as seen in past studies, there are no boundary conditions imposed on
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Figure 3.7: Pinching in local analysis when reaction forces are not applied on the
free-edge.
the free edge of a local model. This however, can lead to incorrect results because
the local model which is non-homogeneous will deform in a manner different from
the global model. In figure 3.7, the un-deformed and deformed profiles of global
and local model are shown. Pinching of the corners of the micro-region is observed
as compared to the global model, during deformation, which will lead to artificial
stress concentration developing at the corners. These stress concentrations will cause
premature kink formation at the corners. Hence, application of reaction forces at
the free boundaries is important to ensure that the local model follows the global
deformation profile, in the elastic regime. By applying reaction forces instead of
displacements, the left and right boundaries are kept free of constraints, thereby
allowing for the kink band to form without displacements being constrained on the
boundaries.
The axial reaction force Ry obtained from steps 1 & 2 provide the linear relation
between the local and global model as a simple ratio R̂ = (Rglobaly /R
local
y ). Now, from
step 3, we get the micro-kink band initiation load (Rlocalk ) which corresponds to the
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global compressive strength of the zero lamina due to kink banding, X0N as ;
X0N = (R
global
k )/A = (R̂ R
local
k )/A (3.6)
In the above expression, A, is the load bearing cross-sectional area of the specimen
in the far field. The size of the micro (local) region is an unknown of the global-local
method. A converged solution is obtained when the peak compressive strength of the
first order analysis shows no difference with respect to the size of the micro-region.
The size of the region was scaled based on the ratio of width (length A-B) to the
height (length B-C) of the micro-region.
Typical response of the micro-region is shown in figure (3.10) and corresponding
snap-shots at different stages of loading leading to kink banding failure are provided.
Figure (3.8) shows the scaling study to determine the converged micro-region size
and the corresponding compressive strength of the 0◦ ply. The results are normalized
by the compressive strength of the 0◦ ply with φ = 1◦ obtained from the Considere
construction ie; the un-notched zero ply strength. Using the converged value of
compressive strength from the 2D global local X0N analysis, the laminate compressive







As with zeroth order, this first order approach provides compressive strength
prediction for laminates that show kink band formation in the 0◦ lamina. Hence, this
method of predicting compressive strength is predicated on zero ply kink banding
being the dominant failure mechanism. However, this may not provide satisfactory
predictions in cases where off-axis laminae dominate, ie; in cases where the percentage
of 0◦ laminae is small and where there is significant non-linear behavior before failure,
as in pure angle-ply laminates or laminates with a large percentage of angle plies. For
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Figure 3.8: Scaling study result
these latter cases, a higher order analysis, based on extended Schapery theory, as
developed by Pineda et al[74], in Appendix-B.
3.5 Results
The results corresponding to the zeroth order and first order models are compared
with experiments for different laminates and shown in figure (3.9). The results are
normalized by the compressive strength of the 0◦ ply with φ = 1◦ obtained from
the Considere construction ie; the zero ply un-notched strength. The nomenclature
used to label laminates describe the percentage of 0◦, 45◦&90◦ plies in a laminate. For
example laminate (10/70/20) is made of 10% 0◦ plies, 70% 45◦ plies and 20% 90◦ plies.
It is evident from the results that the OHCS increases with increasing percentage of
0◦ plies. Though both the zeroth order and first order model predictions are close to
experiment, the first order local-global model is seen to be a better match, especially
in laminates with high percentage of 0◦ plies.
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Figure 3.9: Comparison of experiment (error bar), analytical and numerical results
3.6 Summary
Analytical and numerical models are presented to predict the compressive strength
of a composite laminate with an open hole (OHCS). In the analytical model strength
estimate from Considere construction is used in Lekhnitskii’s formulation to predict
the compressive strength of the composite with hole. In numerical model, the zero ply
is isolated and a micro-mechanics model using a global-local approach is employed
to predict the kink banding and consequently the compressive strength of the plate
with hole. Both methods promise good predictive capability and are within 2− 10%
of the experimental values.
The methods outlined here are based on the idea that compressive strength in
composites is dictated by the strength of the 0◦ ply. Therefore, these methods are
not applicable where there are no 0◦ in the loading direction. Also, these models do
not account for damage and failure of off-axis plies and de-lamination. The off-axis
ply damage and failure becomes important for laminates with lower percentage of 0◦
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plies and where the matrix is brittle.
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Figure 3.10: Typical result in global-local analysis. Top: Load displacement plot
from response analysis of micro region. Two methods are shown, Standard-dynamic
and Riks analysis. Middle: Shows the axial stress plots at load points indicated on




Analytical model for kinking of fibers in
composites under compressive loading
4.1 Introduction
As illustrated in previous sections, kink band formation is the dominant failure
mode in composite with 0◦ ply, under compressive loading. To accurately capture the
physics of kink failure mode a finite element micro-mechanics approach is required.
However, micro-mechanics approach using finite element methods is computationally
expensive and cannot be used when modeling larger structures. The alternative is to
use an analytical solution which is capable of predicting the compressive strength of
composite while preserving the physics of kink band formation.
From literature, models proposed for kink band formation can be classified into
three categories; micro-buckling model, kinking model, and bending theory. Micro-
buckling analysis was first proposed by Rosen [83], where the compressive strength
was equated to the buckling strength of perfectly straight fiber-matrix layer. Micro-
buckling models does not take fiber mis-alignment in consideration and thereby
severely over-predict the compressive strength. Argon [6] was the first to consider
kinking and not micro-buckling as the phenomenon for failure in compression. Budi-
ansky and Fleck [19, 20, 18, 40], Hahn and Williams [46], among others significantly
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improved on Argon’s model kinking model, by incorporating initial misalignment.
These models however, were developed to predict compressive strength and not post-
peak behaviour. To account for post peak behaviour the, bending theory, where the
fiber bending resistance is taken in to account was proposed by Fleck et al [40]. Bend-
ing theory has since been taken up by other researchers like Chung and Weitsman
[26], Morais and Marques [34]. The authors assume an initial sinusoidal fibre imper-
fection, forming an initial misaligned band inclined at an angle; fibres and matrix are
smeared in a homogeneous anisotropic solid. The material is in equilibrium under
compressive stresses, bending moments, and shear stresses; the corresponding dif-
ferential equilibrium equation is solved numerically, giving as outputs the deformed
shape of the material. These models are based on elastic-perfectly plastic matrix
model. More recently Pimenta et al [72], have used bending theory approach to ob-
tain close form solution to kink strength and kink band formation. The basic premise
of their model is that the problem can be divided into two domains, elastic and plas-
tic. To implement this assumption, matrix is assumed to be elastic-perfectly plastic
and peak load is assumed to occur at the yield point. Therefore, behaviour till peak
load is the same as models proposed by previous researchers [26, 34]. The post peak
behaviour is found by equilibrium analysis of elastic and plastic domains. They have
then compared the results with finite element analysis which clearly shows that peak
load does not occur at the yield point of the matrix [71]. This discrepancy can be
attributed to the assumption on peak load and the discretization of the domains.
There are two main issues with previous approaches, specifically, kinking model
and bending theory based model. First, these models rely on the on the yield point
of the matrix to define compressive strength and switch from continuous to discrete.
This is not the case, and is a fact shown by finite element micro-mechanical analysis.
Second, the models assume elastic-perfectly plastic matrix models which are non-
physical.
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Formulation presented here follows similar 2D micro-mechanical procedure as de-
scribed by Chung & Weitsman [26] and Pimenta et al [72], where bending equilibrium
of single fiber, embedded in a non-linear matrix, is analysed. However, no assump-
tions are made on the yield point, peak load or on the pre- and post-peak deformation
shape. Also, the model is continuous, in that there is no discrete elastic and/or plas-
tic domains. The main difference between past models and proposed model is that
two generalized displacement that define the amplitude and shape of deformation is
used, instead of just one. In following section details of micro-mechanical formulation,
equilibrium and elastic stability analysis, and results are provided.
4.2 Micromechanical formulation
4.2.1 Geometry and assumptions
The problem configuration is shown in figure 4.1, in which a single crooked fiber
of thickness tf , and matrix layers of total thickness, 2 tm, associated with the fiber,
are isolated from a uniformly packed multiple fiber composite, figure 4.2. This unit
cell is assumed to undergo plane strain deformation in the x-z plane. For fiber volume
fractions in excess of 50%, it has been shown, through finite element analysis, [61],
[76], that a 2D representation of the composite suffices for understanding the main
mechanistic aspects of compression response. The following additional assumptions
are also made for this model; (a) the fiber is assumed to deform according to Euler-
Bernoulli beam theory, (b) the non-linear matrix takes only shear load, (c) fiber and
matrix share the same z-displacement, w(x). With the stated assumptions, the non-



























where, a prime superscript refers to differentiation with respect to x, w0(x) denotes
the shape of the initial crookedness (or initial geometrical imperfection), w(x) is the
transverse displacement in the z direction. Both, w(x) and w0(x) are measured from
the reference axis z = 0. Fiber axial displacement in the x direction is u0, κ(x) is the
curvature and V f denotes the fiber volume fraction. In writing the shear strain in
the matrix and reducing it to depend only on x, it has been assumed that the axial
displacement, um(x, z), varies linearly in the z-direction, between two adjacent fiber
layers, [100].
4.2.2 Matrix shear response model
In prior analytical studies of kink banding, authors have modelled the non-linear
matrix shear response using elastic-perfectly plastic [72], hyperbolic tangent [97], bi-
linear [26] and Ramberg-Osgood [26] models. In the current study, the non-linear
shear response of the matrix is modelled using an odd polynomial series that includes
upto seventh order terms given by the equation 4.2, where Gme is the linear elastic
shear modulus and η0, η1 & η2 are fitting parameters to match measured test data. By
using a polynomial function, fitting an experimental shear response becomes easier
















Figure 4.1: Composite unit cell representation.
Although a complete seventh order representation of the matrix shear strain has been
used in this study, to keep equations concise, the formulation using upto and including
cubic terms is illustrated here. It will be further shown, in section 4.4.1, that a cubic
approximation is sufficient for the purposes of determining the pre-peak response and
post peak behaviour of the model.
4.2.3 Potential energy
The total potential energy of the unit cell consists of contributions from the fiber
(axial and bending energy) and the matrix (shear energy), and external work (W ).




Figure 4.2: Composite representation.
Furthermore, due to the implied asymmetric deformation, only half of the unit cell
































where, Ef0 is the plane strain fiber elastic modulus
1 If = b(tf )3/12 is fiber area
moment of inertia, Af = tfb is the area of fiber, G1 = G
m
e /(1 − V f )2 and G2 =
1in plane strain, Ef0 = E
f/(1− ν2f ), where Ef and νf are the Young’s modulus and poissons
ratio of the fiber, respectively.
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Gme /(1− V f )4. Hence, the potential energy Π is written as;































In what follows, minimizing the potential energy with respect to assumed fiber
deflection profiles, motivated by experimental observations, is discussed.
Deformation approximation
From the literature it is understood that most composites have regions of fiber
misalignments, and it is known that these play a significant role in the observed
deformation modes, [60, 107, 76, 100, 61]. In this study, the initial imperfection,








When an initially imperfect fiber composite is compressed, the fibers undergo both
an increase in amplitude of the initial imperfection and rotation, which precipitates
the formation of a kink band. Therefore, when approximating the deflected shape,
the choice of function describing the deflected shaped must account for changing
amplitude and rotation, with increasing load. In addition to this, the function should
also satisfy the kinematic boundary conditions, w(0) = 0, w′(l) = 0, where l is the
length of the unit cell. In the present study, the deflection of the fiber is assumed to
be a hyperbolic tangent function with two constants; one for the amplitude (ξ), and
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the other for the shape (ζ);
w(x) = ξ Tanh[ζx] (4.6)
The choice of a sine function to describe the initial misalignment and a hyperbolic
tangent function for current displacement has a slight drawback. This is because the
sine function reaches its peak at x = l, but the hyperbolic tangent will reach its peak
at x = ∞. This difference will lead to small errors in estimating the matrix shear
strain along the length from x = 0 to x = l. However, the error is only significant at
x = l, which is the location of minimum shear.
The choice of l is based on ensuring that when a localized deformation band (such
as in kind banding) does occur, its details are independent of l. Further, because it
is simpler to integrate a sigmoid function upto infinity, the integration bounds are
taken to be [0,∞], implying that l is much larger than any characteristic lengths in
the model. Of course, this must be verified after the solution is obtained and details
of the deformed shape are established.
4.2.4 Model summary
In summary, potential energy of current model is given by equation 4.4, which
includes a linear and non-linear part. There are three unknowns depending on the
loading conditions used. For load control, where P is applied, the unknowns are
generalized displacements, u0, ξ and ζ. For displacement control, where u0 is applied,
the unknowns are load P and two generalized displacements ξ, ζ. The solution for
both the cases can be found by an equilibrium analysis, where the stationarity of
potential energy is evaluated with respect to each displacement.
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4.3 Equilibrium and stability
4.3.1 Equilibrium path
For equilibrium to be satisfied, the first variation of Π with respect to the gener-
alized displacements, w(x) and u(x) must vanish. With w0(x) and w(x) established
as given earlier, we first substitute these transverse displacements in Π, so that Π is a
semi-discrete function of ξ and ζ. Therefore, the equilibrium conditions are, Π,ξ = 0,
Π,ζ = 0 and Π,u(x) = 0. From Π,u(x) = 0, after using the boundary conditions, we get




where, it shows that the axial load is a constant. This equation, then, establishes a























































































































0dx from equation 4.8, term in u0 can be eliminated to get











































































By substituting for w and w0 from equation 4.6-4.5, we convert potential energy as
a function in x, which can now be integrated. Resulting potential energy form will
be dependent only on load and two of the generalized displacements, Π = Π(P, ξ, ζ).
Now, from the two equilibrium conditions, Π,ξ = 0, Π,ζ = 0, an expression for the




Closed form solutions for Pξ(ξ, ζ) & Pζ(ξ, ζ) can be obtained by using a symbolic
solver like Mathematicar and such solutions are listed in Appendix A. At the same
time, for each triplet, {P, ξ, ζ} that corresponds to an equilibrium solution, the end
shortening, ∆ is obtained from 4.8.
Solutions for equations 4.14, will form surfaces in the {P, ξ, ζ} space where the
potential energy is stationary with respect to individual displacement qi, as shown in
figures 4.3 & 4.4. An equilibrium path is then defined by the set of points (ξ∗, ζ∗),
where both equations, Pξ(ξ
∗, ζ∗) = Pζ(ξ
∗, ζ∗). These (ξ∗, ζ∗) points are essentially
the intersection of the two surfaces in equation (4.8), as is shown in figure 4.5. Pairs
of (ξ∗, ζ∗) that lie on the intersections provide equilibrium configurations for a given
value of P , and in turn, 4.8 provides the end shortening.
A closed form solution for (ξ∗, ζ∗) of the equilibrium path can be obtained by
solving the simultaneous equations 4.14. However, this is a highly non-linear problem
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and requires cumbersome derivations. Instead, the solution for the equilibrium path
can be obtained by solving the constrained minimization problem numerically;
min{ |Pξ − Pζ | = 0 } ∀ ξ > 0, ζ > 0 (4.15)
Figure 4.3: Surface defined by function Pξ(ξ, ζ) with non-linear matrix assumption
ηn > 0
4.3.2 Stability analysis
To analyse the stability of these equilibrium points, the second derivatives and
cross-derivative of Π with respect ξ and ζ are calculated. Here, we will be interested
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Figure 4.4: Surface defined by function Pζ(ξ, ζ) with non-linear matrix assumption
ηn > 0
in displacement control loading and in this case, only the internal strain energy, U
will contribute to Π in evaluating the stability derivatives. It follows that stability is





An equilibrium configuration given by the triplet, P, ξ∗, ζ∗ is stable if Kij evaluated
at P, ξ∗, ζ∗ is positive definite and one of the diagonal terms is positive. Positive
definiteness of the symmetric matrix Kij requires that the determinant of Kij be
positive. This condition will cease to exist when, with increasing load, starting at
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Figure 4.5: Intersection of surface defined by function Pξ(ξ, ζ) & Pξ(ξ, ζ) with non-
linear matrix assumption ηn > 0. Equilibrium path P (ξ
∗, ζ∗) is defined by the inter-
section points.
P = 0, the determinant of Kij becomes zero for the first time. The load at which
this happens signals a change in the stability of the equilibrium path, and the load
obtained is referred to as a critical load. If the tangent to the load vs. load point
displacement (P−δ, or P−u(l)) curve is unique and is equal to zero, the critical point
corresponds to a limit-load. If not, the equilibrium path will bifurcate, and depending
on whether the solution is sought as a load-control or displacement-control problem,
the interpretation of the load vs. load point displacement response will differ. Since
the unit cell problem started out with an initial fiber misalignment, the condition,
determinant of Kij = 0 is likely to signal a limit load and this will be discussed later.
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4.4 Results
Results of the model are illustrated using constituent properties reported by Prab-
hakar et al [76] for carbon composite. Properties of carbon fiber and volume fraction
are listed in table 4.1. In-situ non-linear matrix shear properties are taken from Ng
et al [70].
Table 4.1: Composite constituent properties
Efo t
f νf V f
(GPa) (µm) (−) (−)
280 6 0.3 0.5
4.4.1 Matrix non-linearity
Non-linear matrix curve is approximated by fitting, polynomial curves to exper-
imental in-situ matrix shear data. Polynomial fit of third, fifth and seventh orders
are shown in figure 4.6.a. In figure 4.6.b, assumed yield point at 5% tangent stiffness
and the maximum stress point or matrix failure point, are indicated. Fifth order
polynomial fit shows extreme hardening, which is non-physical and is not used for
the analysis. Most epoxy materials fail close to shear strain of 10% [34], hence, a third
order polynomial should suffice. This is further investigated by comparing results of
third order and seventh order approximations.
A typical equilibrium paths in ξ − ζ space is shown in figure 4.7. Small variation
in the equilibrium paths due to third order or seventh order approximations does not
impact the peak behaviour, as is shown in the composite axial stress-strain results,
figures 4.8. However, the post peak behaviour will have small impact, since, in the
seventh order approximation the maximum shear will not be attained till much later
in the post peak regime.
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(b) Yield and failure points



















Figure 4.7: Equilibrium path for (1) Non-linear matrix with 3rd order fit, (2) Non-
linear matrix with 7th order fit
4.4.2 Kink band formation
A typical stress stain curve obtained from analysis is shown for an initial mis-
alignment amplitude of ξ0 = 2 t
f [60] and half wave length of l = 275 tf [60], is show
in figure 4.9. Points corresponding to; (a) initial imperfection, (b) matrix yield, (c)
maximum load, (d) matrix failure, and (e) end point are highlighted. Corresponding
to these points, the transverse displacement and fiber axial strain are shown in fig-
ure 4.9-b,c. The sequence of events shown in this analysis is similar to one observed
by Pimenta et al [72] in their experiments, and represented in figure 4.10, as points
(1) − (5) in figure 4.9. The matrix yield occurs prior to maximum load. The yield
region first starts from the center of the cell, then spreads axially. There will come a
point when the yield region is wide enough to facilitate local rotation of fiber, thus
causing a kink to form. Now, the matrix inside the kink band will continue to shear,
where as the matrix outside the kink band will unload. The continued shearing of
matrix will lead to failure of the matrix, starting from the mid point. The failed
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=2 tf, l =275 tf
2
Figure 4.8: Stress strain plot for (1) Non-linear matrix with 3rd order fit, (2) Non-
linear matrix with 7th order fit
matrix now does not contribute to the shear stiffness of the cell, and all the load is
taken by the fiber, causing it to rotate rapidly.
Using this analysis methods the complete sequence of events till matrix failure can
be captured, without any assumption made on the maximum load point or region of
softening as done by Pimenta et al [72].
4.4.3 Stability and imperfection sensitivity
Using above constituent properties, equilibrium path is calculated and correspond-
ing axial stress strain curves for varying imperfection amplitudes are shown in figure
4.11a. Limit load instability is determined by checking for positive definiteness at
each point. To illustrate this we take the example with very low imperfection of
ξ = 0.2 tf & l = 275 tf , for which a distinct snap back behaviour is seen in figure
4.11b. The zoomed-in area in figure 4.11b, shows the stable and unstable equilibrium
paths. In case of displacement control, from limit load point the composite will snap
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Figure 4.9: Results for V f = 0.5. Point on the graphs: (a) initial misalignment, (b)














Figure 4.10: Sequence leading to kink formation in composite.
to the next equilibrium. In case of load control, no stable equilibrium path exists
after limit load.
The snap back behaviour indicates imperfection sensitivity [11]of composite under
compression. In current model, although there are two imperfection parameters ie;
the imperfection amplitude ξ0, and wavelength l, the only parameter that influences
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Angle θ0 can be changed by keeping the imperfection length constant and changing
the imperfection amplitude. The results for which are shown in figure 4.11a. This
sensitivity to imperfection angle is because shear strain increases with increasing
imperfection angle. In figure 4.12, the imperfection angle is kept fixed and the imper-
fection height is changed, thereby changing the length of imperfection. The change
in length has no effect on the peak compressive strength or the post peak behaviour
of the composite.
4.4.4 Yield point and peak point
One of the ideas from previous analytical models of Pimenta et al[72] and Chung
et al[26], is that the peak compressive stress would be close to the yield point of the
system. To check if this is true, two cases are analysed, where the ratio between
yield point (point b in figure 4.9a) and peak compressive stress (point c in figure 4.9a)
is plotted against; (a)volume fraction, and (b)misalignment angle. Figure 4.14 and
table 4.2 refers to the case where initial imperfection was kept fixed at θ0 = 0.65
◦ and
the volume fraction was varied. The result shows an increase in the gap between yield
point and peak compressive stress as volume fraction increases. Figure 4.13, refers to
the case where volume fraction was kept fixed at V f = 0.5 and the imperfection angle
was varied. This result also shows an increase in the gap between yield point and
peak compressive stress as imperfection angle increases. However, at low imperfection
angles, θ0 < 0.2
◦, the yield and peak points are the same. Hence, we can conclude
that assumption that yield point corresponds to the maximum compressive strength
is only valid for low imperfection angles.
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(a) Influence of ξ0 on response























(b) Zoomed in region
Figure 4.11: Zoomed in region shows the stable and unstable paths.
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Figure 4.12: Influence of l on compressive strength and post peak response for a fixed
imperfection amplitude ξ = 3tf and V f = 0.5
4.4.5 Comparison with literature
Results from the model was compared against experimental data provided by
Morais et al [34], for T300 fiber and 4 different epoxy systems. The results are shown
for same imperfection ξ = 1.5tf and ζ = 275tf . Current model and experimental data
compare well with most configuration, but not all. This discrepancy, as explained by
Morais [34], is attributed to difficulty in measuring precise imperfection details in a
Table 4.2: Comparison of stress at matrix yield point and peak load




























Figure 4.13: Ratio of σmax/σy with changing imperfection angle θ0
composite.
4.5 Conclusion
In conclusion, the following points are highlighted from this study:
• Kink formation is modelled using a continuous beam modeled as compared to
discrete beam models proposed by Pimenta et al [72] and Chung [26].
• The choice of matrix non-linear polynomial fit order assumption does not have
an effect on the compressive strength prediction. This indicates that kink for-
mation does not require significant non-linearity in the matrix shear response,
and occurs at small matrix yield strains.
• Current model is able to capture pre-peak and post-peak behaviour. Post peak
behaviour is valid upto matrix failure, since model does not account for fracture.
The model can be extended to include fracture by accounting for energy due to
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Figure 4.14: Ratio of σmax/σy with volume fraction V
f
fracture in potential energy formulation. However, this is beyond the scope of
this study.
• Stability analysis shows that the kink formation is due to interaction of two
buckling modes; first, modes corresponding to amplitude change, and second,
mode due to rotation. This important concept is not highlighted in previous
analytical formulations.
• Deviation from linearity affects the compressive strength, however, there is no
distinct relationship between the two. Peak compressive strength will be close
to yield point for very small imperfections.
• The analysis indicates that matrix can fail close to peak load and before fiber
failure. Hence, kink band width is not only decided by fiber failure but also by
matrix failure. Matrix failure precipitates localization of kink, which in turn
causes fibers to fail earlier than what would have been predicted using intact
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(a) Matrix shear stress.



































(b) Comparison with experiments.
Figure 4.15: Comparison of current model with experimental results [34].
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matrix. Therefore, kink band width cannot be predicted using a model that




Fracture is one of the many energy dissipation modes available for a solid to
release energy due to external or internal forces causing it to move away from its
natural equilibrium state. What distinguishes fracture from other modes of energy
dissipation is the fact these cause discontinuities in the topology of the solid. It is
these discontinuities that cause problems in formulation of a unified fracture theory
since mathematically the continuum field around a crack tip has a 1/
√
r singularity,
where r is the distance from the crack tip.
In fracture mechanics, much of the earlier work has been concentrated on devel-
oping approaches that circumvent the problem of mathematical singularities. Most
methods can be roughly classified under energy equilibrium, continuum field approxi-
mation and cohesive zone methods. Energy equilibrium approach was first introduced
by Griffith [44], which was further advanced by Mott and Irwin to include inertia and
non-linear elasticity, respectively. The idea of a stress intensity factor introduced by
Irwin provided an alternative to circumventing the traditional continuum stress sin-
gular stress field at the crack tip. Irwins stress intensity factor can and has been used
to characterize the crack initiation and growth [88]. Another important approach
was to define fracture by appealing to small scale yielding zone or process zone,
which became the basis for the now popular cohesive zone model of Barenblatt [8]
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and J-Integral theory of Rice [82] and Cherepenov [25]. Hellan [48], Freund [41] and
Anderson [5] have covered these early development in fracture mechanics in detail.
Common to all the above fracture mechanics ideas is the notion of thermodynamic
equilibrium and thus, their usefulness is strictly valid for predicting the initiation of
crack growth. However, these theories have been applied also to predict crack propa-
gation by assuming that a propagating crack to be a series of equilibrium increments of
crack growth [41, 67]. Although this approach provides satisfactory results for cracks
propagating at extremely high velocities in brittle materials the same is not true for
ductile materials, nor for crack growth situations that clearly warrant deviating from
a “static equilibrium” state.
In the following section, the applicability of the basic assumption of thermody-
namic equilibrium when applied to crack initiation and propagation is investigated.
This is done by first looking at the conditions for applicability of thermodynamic
equilibrium. Based on the outcomes obtained, the applicability of Griffith’s theory
for crack propagation and at its apparent deficiencies are discussed. With this back-
ground, an alternative theory to study crack growth is described some examples in
support of the proposed model are introduced.
5.1 Thermo-statics & Griffith’s theory
Mathematically, when crack propagation in a solid occurs, an energy dissipation
function can be used to describe the process of crack growth. This function describes
how much a crack should grow in a continuum for given external conditions. These
dissipation functions are based on the combination of Theory of Irreversible Processes
(TIP) and Griffith’s theory. In this section we re-examine the applicability of these
theories to a crack propagation problem.
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5.1.1 Theory of Irreversible Processes and closeness to equilibrium
TIP uses Axiom of local state to approximate a thermo-dynamic process, close to
equilibrium, as a sequence of thermo-static equilibria [67]. Therefore, the progress of
a crack through a solid, which is a non-equilibrium process, is assumed as a sequence
of smaller (close to equilibrium) thermo-static equilibrium jumps. This is the basis of
Griffth’s theory. A critical point to note here is that the validity of TIP hinges on the
definition of closeness to equilibrium in a spactio-temporal domain. This closeness
to equilibrium also decides the validity of Theory of Minimum Potential (TMP) in
fracture mechanics. Maugin [67] states two conditions for closeness. First is the





where, χ is a typical variable of state, |∇χ| is its microscopic gradient and L
is a macroscopic length scale. In fracture mechanics, the crack opening near the
tip of crack can be considered as the variable of state describing fracture and the
resulting strain field is the microscopic gradient. The strain gradient near the tip has
a mathematical value of infinity hence, the above equation is a always satisfied for
continuum fracture mechanics. Second is the temporal condition which requires that
the Deborah number D2e (the ratio of characteristic response time, τR which allows
the thermostatic system to recover to a new state of thermodynamic equilibrium, to
the characteristic duration,τM , of the kinematic and dynamic evolution of the solid
medium), to be negligible. In the study of fracture we can consider the time for unit
extension of the crack to be the characteristic response time and the time required
for unit deformation of the solid as the evolution time.








where, ȧ is the crack velocity and u̇ deformation velocity or loading rate. Satisfac-
tion of above condition decides the validity of TIP and TMP as applied to fracture
mechanics. Eqn (5.2) gives an idea of when the TIP can be used for fracture analysis
in solids. If the rate of deformation is relatively much smaller than the rate of crack
growth then TIP is valid. However, if the rate of deformation is relatively much larger
than rate of crack growth then TIP is not a viable choice for fracture analysis. The
former mechanism is seen in brittle fractures (like glass and ceramics) and the latter
is seen in ductile fracture (like metals and rubber). This effect of closeness criterion
is further studied in the next section where Griffith’s criterion is revisited.
5.1.2 Griffith’s fracture theory revisited
Griffith’s fracture theory [44] states that the total reduction in potential energy is
the increase in strain energy U less the potential energy of the crack surface Wdis.
Π = ∆U +Wdis = ∆U + 2γ w da (5.3)
where, γ is the surface energy, w da is the area created due to an increment, da,
of crack growth, through the width of the specimen w. Griffith claimed that crack
growth will initiate once the strain energy release rate G equals a threshold value Gc,
which is found by applying the theory of minimum potential energy, ie; for dΠ/da = 0
and da→ 0. The threshold value is given by;
Gc = 2γ (5.4)
Hence, according to Griffth,
ȧ
 = 0 if G < Gc> 0 if G = Gc (5.5)
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The main reasoning behind the above formulation is that some amount of energy is
consumed for creating additional surface due to the fracture process. Now, since the
surface energy is a constant the manifold defining equilibrium states would be the one
where the current energy release rate will be equal to the critical value; G = Gc = 2γ.
Since, the surface energy is a constant value at a given temperature, eqn(5.5) seems
valid. However, there is an implicit assumption that the condition given in eqn(5.2)
is always met.
Let us now examine the general case where we observe the system far from equi-
librium but still enforce TMP to obtain the manifold describing equilibrium states.
Let us consider a body which undergoes a displacement du due to a crack growth of
da, without body forces and inertia effects. Then the change in potential energy with




















dA) + 2γ w (5.6)




















Now if we apply the principle of minimum potential energy, as per Griffith’s theory,
the energy release rate should correspond to the critical threshold value. However, it
is clear that this is possible only if ∂u
∂a
= 0. In all other cases,








dA) + 2γ = −Ĝc + Gc (5.8)
Hence, the manifold defining equilibrium states would be the one where G =
(−Ĝc + Gc). This equation states that the critical strain energy release rate is not a
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constant but a function of the rate of deformation of the body with respect to crack
growth. Clearly, any dissipation function based on Griffth’s theory will only find
application in fracture processes that satisfy the condition stated by eqn(5.2), which
is limited to fracture where crack growth rate is much higher than the deformation
rate (∂a  ∂u). Alternatively, eqn(5.8) can be implemented if evolution of Ĝc is
known a-priori. This is not feasible as deformation of the system will depend on
system dimensions and boundary conditions, hence Ĝc will not be a unique function.
If we strictly adhere to the condition stated in eqn(5.2), then for any point far
from equilibrium we cannot apply TIP or TMP. If TMP is not applied, strain energy
release rate will have no meaning as potential energy will not be stationary dΠ/da 6= 0.
From the above relations it is clear that the energy release rate is an outcome of crack
formation and is problem dependent, hence its criticality to describe crack growth
warrants further consideration. However, the notion of a critical energy release rate,
either as a total, Gtotal or broken into component modes, as, GIc, GIIc and GIIIC is
quite popular as described in [5].
5.2 Implementation
Ideas outlined in previous sections are explored further and illustrated using ex-
amples in the next two chapters. In chapter VI, a novel approach to analyzing the
fracture of fiber-reinforced composites is proposed. Experimental results on mode I
fracture of glass fiber and carbon fiber unidirectional laminates form the basis for
the analytical and numerical results. When details of the external loading rate are
explicitly accounted for, a new picture of fracture emerges which encompasses the pos-
sibility for non-smooth crack growth and the necessity to relax the use of a critical
strain energy release rate as a criterion for crack advancement. Results predicted by
adopting the analytical model proposed are seen to capture a wide variety of fracture
responses that have been observed previously.
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In chapter VII, instabilities in fracture of certain types of polymers are studied
using a fracture physics model based on the over-stress at the crack-tip and the micro-
damage that forms ahead of the crack-tip. These polymers are those for which several
experimental results are available in the open literature. The proposed model is seen
to provide the physical basis for the interplay between different energy dissipation
modes when a brittle polymer fails by rapid crack propagation. Results from the new
fracture model, which are in agreement over a wide range of reported experimental
results, suggests that deviations from steady state crack propagation in brittle fracture
is an artifact of micro-damage ahead of the advancing crack and is unrelated to crack
velocity. In fact, the relationship is reverse; i.e., it is the over-stress at the crack-tip
that causes micro-damage which in turn influences the crack growth velocity in a
rapidly fracturing brittle polymer.
5.3 Fracture property measurement of sandwich panels
In addition to above chapters, in appendix C, a validated experimental approach
to obtaining critical mode I & mode II energy release rates for interfacial failure
by fracture in a sandwich composite panel is outlined. By modifying the geometry
of the sandwich structure to align the face sheet-core interface to coincide with the
neutral axis, it is possible to obtain critical mode I & mode II energy release rates
by conducting Double Cantilever Beam (DCB) and End Notch Flexure (ENF) tests,
respectively. The values so obtained were used to predict the crack growth histories
of modified DCB and ENF tests, and a Single Leg Bend (SLB) test, using a discrete




Non-smooth mode I fracture of fiber reinforced
composites
6.1 Introduction
Layered materials are ubiquitous in nature spanning a wide range of length scales
as observed in human muscle to sedimentary rocks. Delamination is a commonly
observed mode of failure in synthetic layered materials. Characterizing the delamina-
tion resistance of continuous fiber polymer matrix composite laminates (PMCLs) is
of importance in assessing the structural integrity of components made of PMCLs. A
popular contemporary approach in achieving this is through a combination of stan-
dardized coupon level tests in conjunction with finite element based numerical analysis
of the test specimen/s which use cohesive zone modeling strategies [103, 99, 45, 98].
With this approach, the modes I,II and III fracture toughness, GIc, GIIc and GIIIc,
and associated cohesive strengths, σIc, τIIc, τIIIc, respectively, are obtained and used
in subsequent structural analyzes, as input data, in characterizing a composite struc-
ture and its ability to resist delamination growth. In those instances where the loading
at the delamination tip involves the presence of more than one mode of crack growth,
a suitable mixed-mode crack growth law is also needed.
While a substantial number of delamination crack-growth studies have focused on
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smooth quasi-static crack growth, regardless of the externally applied loading rate,
there are many instances in which crack growth can occur in a non-smooth manner,
where periods of stable smooth growth can occur bounded by regions of unstable fast
crack growth even though the external loading rate is quasi-static. In these instances,
there is a need to examine how rate dependence affects fracture toughness, cohesive
strengths and the associated mixed-mode crack growth laws. Early investigations
pertaining to examining the rate dependence of GIc were conducted by Aliyu and
Daniel [4], while a conflicting result was later reported by Yaniv and Daniel [105].
Maikuma et al. [65] examined rate dependence of GIIc and reported a decrease in
value with an increase in loading rate. A comprehensive study, using double can-
tilever beam (DCB) specimens, on the effects of loading rate on mode I fracture
of unidirectional carbon fiber composites was reported by Kusaka et al.[59]. They
found that GIc decreased in a step-wise fashion with a transition region in which GIc
showed a strong dependence on rate, however, above and below this region GIc was
found to be fairly constant. Below the transition region, fracture was found to be
unstable and non-smooth exhibiting stick-slip response, while above the transition
region stable fracture was observed. The experimental findings were explained by
incorporating rate dependence in GIc and kinetic energy contributions of the DCB
loading arms. This finding was in contrast to that observed in Blackman et al. [15]
who observed stable crack growth at low loading rates in a carbon fiber/PEEK com-
posite that transitioned to unstable stick-slip behavior as the loading rate increased.
Stick-slip behavior, but with a stochastic ductile to brittle transition is also reported
in the studies by Sun et al. [93] who examined fracture of adhesively bonded metallic
specimens.
In the present work, the mode I fracture of glass fiber unidirectional composite
(GC) samples and carbon fiber unidirectional composite (CC) samples are studied
under quasi-static loading rates using the ASTM standard [7] DCB test specimens.
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It is found that crack growth, under the examined quasi-static loading rates, exhibits
both, smooth and non-smooth responses, rendering the interpretation of an initiation
toughness, GiIc problematic. Moreover, while a R-curve like response is observed in
the CC laminates, a plateau toughness, GpIc, which is called for in the ASTM standard
is not attained. In GC laminates, the observed test results are difficult to interpret
with respect to identifying GiIc and G
p
Ic. Non-smooth response has also been observed
by Kusaka et al. [59], who explained the cause by appealing to rate dependence of
GiIc. Blackman et al. [15] also found non-smooth, stick-slip crack growth in a carbon
fiber/PEEK composite as the loading rate was increased, suggesting that a definition
of a critical load to back out a value of GiIc would be problematic.
The present paper is organized as follows; details of the experimental investigation
including experimental results and observations are presented first. This is followed
by an analysis of the test data using a cohesive zone finite element (FE) model,
while at the same time attempting to extract data according to the ASTM D 5528
standard. The numerical results, obtained using the cohesive zone FE model, are
also used to illustrate the difficulty in defining critical fracture initiation, GiIc, and
propagation GpIc parameters. Subsequently, the non-smooth crack growth response is
explained by adopting a new analytical formulation of the DCB fracture problem that
uses an alternative set of hypothesis associated with examining rate of crack growth
energetics. A discussion of the results obtained through the different approaches is
followed by concluding remarks to complete the paper.
6.2 Experiment
6.2.1 Quasi-static Double Cantilever Beam Test
Displacement controlled DCB experiments were conducted on GC and CC unidi-
rectional laminate coupons. The geometry of the sample is shown in figure 6.1 and
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Table 6.1: Nominal specimen dimensions for DCB test
Type L (mm) h (mm) b (mm) a0 (mm)
GC 130 2.5 25.4 50
CC 155 2 25.4 45
table 6.1 lists the dimensions that follow the ASTM D 5528 standard. The initial
crack was introduced using a Teflon R© film, inserted during manufacturing of the
laminates. Steel blocks with a transverse through hole at its center were bonded to
the free end of the laminates for pin joint load transfer. The pin joint was lubricated
using Teflon lubricant to reduce frictional loss. Clear markings on the specimen side
surfaces were used to track crack growth. The modulus, E11 in the fiber direction is
11.5 GPa for the GC and 117 GPa for the CC respectively, while the major Poisson’s
ratio is 0.3 for the GC and 0.29 for the CC, respectively.
The tests were conducted on an Instron 4201 universal test machine with crosshead
displacement rate of 5mm/min for GC and 1mm/min for CC. Load was measured
continuously using a 1,000 N high accuracy tension/compression load cell linked up
to a data acquisition system. A high resolution SLR camera, time synchronized with
loading, was used to capture crack zone images with a framing rate of 1 frame per
second. The images were then analyzed manually, using a linear pixel measuring
software calibrated against a reference grid pattern marked on a typical specimen.
This method gives crack length in the time domain which can be converted to plot
crack length against load and load point displacement. After the test, each sample was
checked for through the width variation and was found to conform to ASTM D 5528
standard, [7]. Each test was terminated when the crack extended for approximately
30mm from the initial position. Seven samples of each material were tested to ensure















Figure 6.1: Double Cantilever Beam (DCB) test coupon geometry
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Fiber bridging No fiber bridging
CCGC
Figure 6.2: Fiber bridging seen in glass composite laminate (GC). Little or no fiber
bridging seen in carbon composite laminate (CC).
6.2.2 Observations & Results
Both, GC and CC, showed repeatable, linear behavior up to the point of crack
initiation with continued loading. GC specimens showed a higher compliance when
compared with the CC specimens. Upon unloading, both types of specimens exhibited
negligible permanent deformation. The mild permanent set, caused by some matrix
micro-cracking and fiber bridging, the latter being the case for GC laminates. The
majority of the energy dissipation can be attributed to the Mode I crack growth,
and thus effects of micro-cracks in the DCB arms are not considered in this study.
Significant fiber bridging was observed in the GC laminates, whereas negligible fiber
bridging is seen in the CC laminates, as shown in (figure 6.2).
Figure 6.3 shows the normalized load-displacement response and figure 6.4 shows
the crack growth versus the crosshead displacement for GC and CC laminates. Re-
sults are normalized to a value of P0 = 120N for ease of comparison. As seen in
the crack extension plots (in figure 6.4) the failure history is quite different for the
two different sets of coupons. In GC laminates, non-smooth type crack growth is ob-
served. This non-smooth crack growth is also reflected in the force displacement plot,
where each jump is associated with a sharp drop in force. This was an unexpected
phenomenon since DCB tests, by design are expected to result in smooth crack (no
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crack jumps) growth under quasi-static loading (0.5mm.s−1 to 5mm.s−1 as defined
in ASTM standard [7]). Furthermore, others have reported smooth crack growth
with R-curve response for GC laminates [28]. The fact that there is significant fiber
bridging should facilitate smooth crack growth as reported by Morais and Pereira
[68].
Kusaka et al [59] have reported non-smooth crack growth in brittle carbon epoxy
uni-directional laminates at loading rates of 0.01mm.s−1 which is below the rate used
for defining quasi-static loading rate. However, they also demonstrated smooth crack
growth with the same material system at higher loading rates of 5mm.s−1. The
reverse trend is reported in Blackman et al. [15], who show a transition from smooth
to stick-slip behavior as the loading rate increases. In CC laminates, even though
the crack growth is smooth, the force continued to increase even after initial crack
growth up to a certain point after which a gradual decrease in force was observed
in the present experimental results. This result is similar to the results reported by
Morais and Pereira [68], where an increase in fracture energy is seen with smooth
crack progression. The key differentiator is the significant fiber bridging observed by
Morais and Pereira, which is not present in the CC laminates studied here.
6.2.3 Energy release rate
Fracture energy was calculated using Modified Beam Theory (MBT), Compliance
Calibration (CC) and Modified Compliance Calibration (MCC) methods as specified
by ASTM D 5528 [7]. The expression for the strain energy release rate in the DCB








































































Figure 6.3: Normalized load (P/P0) versus cross head displacement (w) for (a) GC
& (b) CC. Glass composite results show fluctuation in load displacement behavior
whereas in Carbon composite the results show an progressive increase in load after
the crack initiated.
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Figure 6.4: Crack extension (a) versus cross head displacement (w) for (a) GC & (b)
CC. The non-smooth behavior in glass composite laminate is seen in crack growth
whereas there is a steady growth in crack in carbon composite.
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Figure 6.5: Typical result obtained for CC samples with MBT, CC and MCC method





where P is the measured load, w is the prescribed displacement, b is the width of
the specimen and a is the measured crack length, C is the compliance, κ is the slope
of compliance calibration curve [7], A1 is the slope of modified compliance calibration
curve [7] and h is the height of the specimen. Figure 6.5 shows a typical strain
energy release rate with respect to crack increment. Strain energy release rate values
obtained from MBT are used for simulation and comparison purposes because MBT
gives the upper bounds for energy release rates.
Figure 6.6 shows the GI distribution with crack growth for GC and CC based
on MBT calculation method. A cubic curve fit is used to obtain the resistance (R)
curve in each case. In the case of GC laminates, an oscillatory pattern is seen for GI
with crack extension, which reflects non-smooth crack growth. The fitted R curve of
GC on the other hand conforms to a typical R curve described in ASTM D 5528 [7].
The pattern observed showed values ranging from a minimum of 1.47N.mm−1 to a
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maximum of 2.2N.mm−1 and a mean value of 1.8N.mm−1. In CC laminates, smooth
crack growth is observed, hence, it is expected that the R curve in case of CC should
also follow the one described in the ASTM standard [7]. However, the R curve shows
a monotonic increase with increase in crack extension. Similar results are also seen
in experiments conducted by Morais and Pereira [68] for carbon-epoxy laminates
with high fiber bridging. The increase in GI , in the present study for CC laminates,
is almost two times the initiation energy release rate. The GI value ranged from
0.25N.mm−1 to 0.75N.mm−1 with a mean of 0.5N.mm−1.
6.2.4 Experimental Results: Summary & discussion
In the previous section, two different crack growth histories are described for DCB
tests conducted on GC and CC laminates corresponding to external loading regimes
classified as quasi-static. The results show a mixture of smooth and non-smooth crack
growth responses. Related experimental findings reported by others in the literature,
[68, 15, 59], also show a mixture of smooth and non-smooth crack growth histories.
This poses a problem when critical energy release rates from coupon DCB tests are
needed for predicting the response and failure of larger structures made of the same
material or for comparisons between different material systems. For a typical DCB
simulation, the critical value of GI for initiation and propagation is identified from
the experimental R curve. As specified in ASTM Standard D 5528, the point of non-
linearity in the resistance curve is recommended for failure initiation, GiIc, and the
stabilized value is recommended for propagation GpIc. The pre-condition to obtaining
the critical parameters from a DCB test is that crack propagation should be smooth ie;
the crack growth rate with loading is constant. This definition of critical parameters
can pose a significant constraint on different material systems because there is no clear
initiation or propagation value that can be inferred from the experimental results,
even with smooth crack growth. In the case of GC, GI values have a large scatter
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Figure 6.6: Delamination resistance curve (R curve) for GC & CC laminates, obtained
by fitting GI data obtained from experiments. Glass composite laminates show an
oscillatory pattern in GI whereas in carbon laminates there is a steady increase in
GI with crack length. Minimum, mean and maximum values for GC & CC are also
shown.
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and do not follow the typical R curve behavior given in ASTM standard [7]. In the
case of CC laminates, there is a steady increase in GI . Even though the initial point
of non-linearity can be used for GiIc, the crack propagation G
p
Ic cannot be determined,
since there is no stabilization of the R curve. Similar difficulties were also faced by
Morais and Pereira [68] and Blackman et al. [15]
6.3 Numerical Analysis
From the experimental results, the critical value of GI that should be used for
simulation and prediction of mode-I fracture in the given material system has now to
be posed. To answer this question and investigate the variance of GI and its effect
on the predictive capability, two approaches were used for the numerical simulation
of the DCB test results. The first was to assume a fixed value of GIc along the length
of the crack path (figure 6.7-(a)), and the second was to vary the GIc value along the
length of the crack path based on the observed experimental values (figure 6.7-(b)).
The latter was done to illustrate the limitations of using critical toughness values.
The numerical simulation of the DCB fracture experiment was conducted using
the finite element method in conjunction with the Discrete Cohesive Zone Method
(DCZM). Several papers in literature have employed non-linear traction separation
curves to explain the R-curve behavior. The main reasoning behind these methods
has been to incorporate fiber bridging in to cohesive formulation. The ability of these
methods to capture R-curve behavior is highly dependent on the fitting parameters
used for both GIcr and σIc which may not be unique, hence limiting the application
of these methods. To limit the design parameter used for numerical simulation, in
this paper we employ only a triangular traction separation law.
The triangular traction-separation law (figure 6.8)is implemented through a user



















Figure 6.7: DCZM UEL implementation in FEM simulation model. (a) Approach
1: with fixed GIc=constant, along the crack length. (b) Approach 2: with variable








Figure 6.8: Traction separation law used for simulation showing critical strength σcr,
mode I toughness GI and initial stiffness K̄
interface between the two arms of the DCB which is the intended crack path. The
critical traction corresponding to the mean GIcr was found in each case by matching
the simulation’s first crack initiation point with the experimental crack initiation
point. This resulted in, for GC σIc = 13MPa and for CC σIc = 47MPa.
6.3.1 DCB Numerical Simulation - Constant GIc
As mentioned earlier, the first approach to analyze the variations seen in the
experimental GIc was to use a fixed value of critical strain energy release rate along the
crack path figure 6.7. The upper bound, mean and lower bound of the experimental
GIc was used. Figure 6.9 (a)&(b) show the numerical simulation results for GC and
CC specimens, respectively. Simulations of both material systems showed similar
behavior. When the minimum experimental GIc value is used for simulation, the
crack initiation point is captured reasonably well, however, the post initiation curve
is severely under-predicted. If the mean experimental GIc value is used, the results
show a higher load for crack-initiation and the response follows the minimum load line
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in the propagation phase. In the case of the maximum experimental GIc value, the
results over predict both the crack-initiation point and the propagation phase. For
the GC simulation, the use of fixed GIc is not able to predict the non-smooth crack
growth as seen in experiments. In the case of CC laminates, the simulation is not able
to replicate the increase in load with crack progression. It is clear that the general
assumption of a fixed critical strain energy release rate cannot capture the increase
in load during crack propagation, and while this can be addressed by appealing to
R-curve response, the question of non-smooth crack growth still begs to be resolved.
Even though non-smooth crack growth has been observed here and also reported by
others in the literature, a satisfactory model that can replicate non-smooth crack
growth histories is presently unavailable.
6.3.2 DCB Numerical Simulation - Variable GIc
Here we demonstrate that oscillatory GIc values along the intended crack path
are necessary to capture non-smooth crack growth using a DCZM modeling approach.
Simulations were conducted by varying the GIc value along the length of the intended
crack path according to the values obtained from the experiment. For simulation of
GC laminates, a saw-tooth function was used for the GIc distribution over every 5mm,
with an amplitude of 0.73N.mm−1, and a baseline value of 1.47N.mm−1, as shown
in figure 6.7. In case of CC laminates, the experimental R curve (fig 6.7) was used to
vary the critical energy release rate along the crack path. Figure 6.10 (a)&(b) shows
the simulation results for GC and CC laminates, respectively. By varying the GIc
values, both crack initiation and propagation are matched well. What is not clear
is whether such an approach, when used to predict the fracture response of another
structure made of the same material system, can replicate the experimental findings.
Furthermore, the usefulness of the classical strain energy release rate as a suitable
metric to drive cracks, at least for the two material systems studied here, is now
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Figure 6.9: Comparison of simulation (solid lines) with experimet (dash lines) us-
ing DCZM with fixed GIc value. (a) GC simulation with min,max and mean GIc




6.3.3 DCZM Simulations: Summary & discussion
From the simulation results presented, it can be inferred that the notion of a
critical strain energy release rate (constant value) may not exist for a given material
system even when the loading rates are quasi-static. The classical assumption that
the critical strain energy release rate is a constant value is not true for the material
systems studied here. More troubling is the case corresponding to non-smooth crack
growth. These issues show that ”critical” parameters obtained from coupon level
tests (following as closely as possible the suggested ASTM Standard) may not be
reliable for failure prediction in other structures. Many authors who were faced
with similar issues have attributed discrepancies between experiment and analysis,
to rate dependence of GIc [59, 68]. It is possible that rate dependence of GIc can
explain the overall fracture response in the case of smooth crack growth. Non-smooth
crack growth, spanning a large range of loading rates, including those that have been
hitherto specified as ”quasi-static”, as stated in the ASTM Standard D5528, cannot
be explained by appealing to rate dependence of GIc.
6.4 Revisiting classical fracture theory
From the experimental and numerical analysis presented, it is evident that the
critical strain energy release rate approach might be sufficient to predict the onset
of fracture but it is not sufficient for predicting the subsequent growth of a crack
because GIc is not constant in all cases studied here. Furthermore, a model that
can capture both, smooth and non-smooth crack growth, is required to distinguish
between the variety of responses that have been observed in the results presented here
and elsewhere, in the literature.
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Figure 6.10: Comparison of simulation (solid lines) with experimet (dash lines) using
DCZM with variable GIc value. (a) GC simulation with oscillatory variation in GIc.














Figure 6.11: Coupon geometry for analytical model
6.4.1 DCB energy release rate
Consider a DCB of thickness 2h, with a starter crack of length ao at the center line
and subjected to displacement control loading at the ends as shown in figure(6.11).





















Now, by definition, the strain energy release rate , GI = −1b
dU
da
, hence, (6.5) can be
















)] = ĜI − ĞI(ẇ, ȧ) (6.6)
A similar analysis, using higher order (including shear deformation of the DCB
arms) beam theory leads to somewhat different expressions, however, here we wish
to use Euler-Bernoulli beam theory to illustrate the main points of this work. The
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above equation shows that the energy release rate is dependent on both crack velocity
and loading rate.For quasi-static loading, it is assumed that ĞI(ẇ, ȧ)  0 because,
either for fixed grip conditions or for dead loading, the crack is assumed to advance
in infinitesimal steps, with each step leading to an adjacent state of equilibrium. The
crack propagation history is thus assumed to be a series of equilibrium configurations
where Griffith’s theory [44], is assumed valid . However, it is important to note that
Griffith’s theory is only valid for a crack initiating from an equilibrium position. Once
the crack has initiated and starts to grow, the system is no longer in equilibrium. In
fact, crack advancement is due to a lack of equilibrium. Hence, during propagation,
the application of Griffith’s theory is an assumption; when this assumption is relaxed,
ĞI(ẇ, ȧ) must be taken into account in calculations. Note that these arguments
remain unchanged also for cracks that propagate at large velocities. In those instances,
dissipation due to kinetic energy must also be accounted for.
Let us look at the different scenarios that emerge from (6.6), for a displacement
controlled loading test (ẇ = const). Figure 6.12 refers to each scenario explained
below,
1. If the crack velocity is significantly larger than the loading rate ie; ẇ << ȧ,
then ẇ
ȧ
 0 and GI = ĜI .
2. If the crack velocity is significantly smaller than the loading rate ie; ẇ >> ȧ,
the second term can no longer be ignored and the overall energy release rate
will be lowered.
3. If the crack velocity is of the same order as the loading rate ie; ẇ
ȧ
= const, then
the energy release rate will be lower than in case (1),ie; GI = ĜI − ĞI(ẇ, ȧ).
4. If ẇ > ȧ but is of the same order of magnitude and ȧ is increasing with time,
then the energy release rate starts at a lower value and increases at the same
















Figure 6.12: Different scenarios that emerge from (6.6).Slope of each curve on the
left hand side graph shows the variation of ẇ/ȧ. Graph on right shows the R-curve
obtained corresponding to the crack propagation scenarios shown on the left.
5. If ẇ > ȧ but is of the same order of magnitude and ȧ increases to reach an
asymptotic value, then the energy release rate will also increase and reach an
asymptote.
From the various scenarios given above, the first refers to the case when the rate of
work done by the external load is negligible compared to the rate of change of elastic
strain energy due to crack growth, which is the case in unstable crack growth. Case
(4) provides the situation that corresponds to the results seen in the experimental
R-curve of CC, where an asymptotic value is not reached. Case(5) corresponds to
the case where the classical description of an R-curve is observed (with smooth crack
growth), where GI is seen to increase and reach an asymptote.
6.4.2 Fracture theory: Summary & discussion
Equation (6.6) not only shows that GI is dependent on loading rate and crack
velocity but also provides the phenomenological reasoning behind the existence of an
R-curve behavior seen in Mode-I DCB tests. The dependence on crack velocity is
shown to be inherent even at loading rates which are considered to be quasi-static.
The traditional characterization of loading rate as being quasi-static or dynamic,
based solely on the nature of crack growth (stable or unstable and driven by inertial
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effects) is not sufficient. Instead, the rate of loading with respect to crack velocity
should be used as a discriminator even in cases that have hitherto been characterized
as quasi-static.
6.5 Alternative hypothesis and a novel approach to fracture
analysis
Griffith’s [44] original motivation to formulate the problem of determining the
maximum load required to advance an existing crack in a solid, stemmed from an
inability to use an available local solution to the stress field [51], around an elliptical
cutout in a planar body of infinite extent, due to it’s singular nature. This led to
a formulation that invoked a macroscopic energy balance, with the result being a
criterion for crack growth initiation. Noting the development related to the DCB in
the previous section, we now pose four basic questions that one faces in a combined
continuum mechanics/fracture analysis:
(a) When (in terms of external loads) will an existing crack start to grow ?
(b) How much will the growing crack propagate by ?
(c) Which direction will the crack propagate ?
(d) Is the crack growth stable, in the sense of continued growth or arrest ?
Since, we are examining a symmetrical DCB specimen in this study, for which
crack propagation is along the mid-plane, we will examine answers to questions (a),
(b) and (d) posed above.
6.5.1 Crack initiation criteria
Fracture is a process involving separation and severing of atomic bonds. The rate
of fracture is proportional to the number of bond ruptures per unit time. Thus, atom-
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istically informed calculations (for instance, those that consider interactions among
atoms at atomistic length scales) are necessary to properly capture precise physical
processes that take place at such length scales. An approach to connect the two scales
(atomistic and continuum) is to apply the concept of an equivalent continuum (EC)
[112, 92] . The equivalence between the continuum and the discrete atomic level, in
a dynamically deforming particle system, includes conservation of internal, external
and inertial work. This equivalence can be provided by introducing the concept of a
virial stress, which, for atomic systems is a tensor quantity that measures the time
rate of change of momentum for spatial regions. For the discussion in this paper, we
assume that there exist a critical internal stress beyond which the atomic separation
is large enough to break the attractive bond. Furthermore, we assume that this in-
ternal stress is proportional to the continuum based notion of Irwin’s stress intensity
factor [52]. This gives us the first hypothesis, that we introduce;
Hypothesis 1 : Crack initiation takes place when the internal stress at the crack
tip σt reaches or exceeds a critical value σcr. Alternatively, the crack initiates when
the internal strain at the crack tip, εt reaches a critical value, εcr. The two criteria
are related through an appropriate constitutive relation of the solid
Parallels can be drawn to yield criteria used in plasticity (Von Mises or Tresca)
or Irwin’s stress intensity factors (critical KI/II/III) in LEFM [106]. For simplicity
and ease of analysis we assume the system to be linear elastic and energy loss in the
system is only due to crack growth. For the condition of irreversibility to be satisfied,
crack healing is not allowed.
Since the proposed hypothesis requires a measure of internal stress at the crack
tip which can be obtained using atomistic or molecular dynamic simulations, and is
beyond the scope of this study, we employ a more workable form of hypothesis 1,
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where we assume that there is a linear relationship between the internal atomisti-
cally informed stress at the crack tip and the stress state around the crack tip at a
finite distance away, thereby allowing the use of Irwin’s stress intensity factor as an
equivalent measure of stress state around the crack tip.
We now cast a necessary condition for crack initiation:
da
{ = 0 ∀ σt < σcr ≈ Kt < Kcr
> 0 ∀ σt ≥ σcr ≈ Kt ≥ Kcr
(6.7)
6.5.2 Crack progression criterion
Many researchers have developed crack-velocity formulations especially when per-
taining to dynamic fracture studies. Since crack growth releases stored energy, stress
waves are emitted that transmit this energy as kinetic energy. These waves influ-
ence the further motion of the crack within the body. Hellan [48] provides a relation
for particle velocities in a body based on stress waves in a 1D and 2D setting. Tak-




where, C0 is a material constant and E is the elastic modulus. Hellan [48] also
provides the relation between crack velocity and particle velocity given in (6.9). From
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hypothesis 1, we may assume the stress corresponding to crack formation as the crit-
ical stress σcr:
u̇ = − ȧ
E
σ = − ȧ
E
σcr (6.9)
Combining the two equations we get a relation for crack velocity in terms of the
ratio of instantaneous stress at the crack tip, and the critical fracture stress at the
crack tip. Since crack propagation cannot be reversed, the negative sign is removed.
The resulting equation forms the second hypothesis:
Hypothesis 2 : Crack progresses with a velocity proportional to the ratio of in-








This equation is similar to an empirical power law relationship given by Evans
[36] for slow crack growth in brittle materials. According to Evans, it is found that
the velocity of the crack V , is proportional to the stress intensity factor, raised to
some power, n, i.e. Kn. This equation is also similar to the dislocation velocity
relation proposed by Stein & Low [91], and, Gilman & Johnston [49], where dislocation
velocity, Vd = (
τ
D
)m, where, τ is the applied resolved shear stress, and D and m are
material constants. Using activation energy theory, as shown in [56] and as discussed
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in [13], it is theoretically more sound to express the crack velocity with a hyperbolic
sine (sinh) dependence instead of a power-law relationship. However, the power-law
form is favored for reducing test data and extending the analysis to treat fatigue crack
growth.
We can see from (6.10) that the material constant C0 should have units of velocity.
Hence, there exists a characteristic crack velocity for a given material configuration
around the crack tip. This implies that when the stress at the crack tip just reaches
the critical stress value, ie; σt/σcr = 1, the crack will progress with a velocity C0. A
similar conclusion is also provided by Kotousov [55].
Combining the two hypothesis (eqn 6.7&6.10) we get the necessary condition for
continued crack growth,
ȧ =




n ≈ C0( KtKcr )
n ∀ σt ≥ σcr ≈ Kt ≥ Kcr
(6.11)
6.5.3 Rate equation of energy
From the previous section, we observe that the crack velocity is an important factor
in strain energy release rate calculations. A more general explanation of smooth and
non-smooth crack growth can be made if we examine the rate form of the energy
balance equation. Consider, the DCB described in figure (6.11). The total potential
energy (Π) in the system, prior to crack initiation due to a load F , can be written as:










where, U is the elastic strain energy in the body, Wext is work done by external
load. Now, if the body develops a crack, the energy released can be attributed to
dissipation associated with the crack formation. We can re-write the equation for
potential energy of the system by deducting the energy dissipated Wdis to create ad-
ditional area attributed to the crack, as;
Π = −Wext + U −Wdis = −(
3EIw2
4a3
)− 2γ b da (6.13)
where, γ is the fracture energy1 per unit area. Griffith [44], using the notion of
surface energy, stated that the above equation is only valid for a system where fracture
has occurred. Also, according to the theory of minimum potential energy, during the
fracture process, the system will reduce its potential energy by crack growth. How-
ever, there is a subtle but key observations that needs to be made. Griffith [44] stated
that the total reduction in potential energy due to fracture is equal to the increase in
strain energy less the increase in surface energy. The point to note here is that the
increase in strain energy has two components. First the increase in strain energy due
to a change in system stiffness and second, the increase in energy due to continued
loading of the system. Let us look at the rate form of (6.13). Differentiating both
sides with respect to time
1Fracture energy is more general in that in includes all mechanisms of dissipation associated with
the creation of a crack, whereas Griffith’s surface energy accounts only that portion associated with
the creation of free surfaces
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ȧ)− (2γ b ȧ) (6.14)
The first term on the right hand side is the strain energy stored due to continued
loading and is dependent on the loading rate. The second term corresponds to the
strain energy stored due to change in stiffness which is dependent on instantaneous
crack velocity. The third term accounts for energy dissipation due to creation of
fracture surfaces, which is also a function of instantaneous crack velocity. From the






ȧ) < (2γ b ȧ)
This scenario reflects the condition where instantaneous dissipative work is
larger than the cumulative energy due to external load and strain energy stored.
The overall potential energy in the body will decrease, which will reflect as a






ȧ) = (2γ b ȧ)
Here, the instantaneous dissipated energy equalizes the sum of energies due to
external load and strain energy stored causing the overall potential energy in
the body to remain constant, which will reflect as a horizontal line in the force






ȧ) > (2γ b ȧ)
In this scenario, the instantaneous dissipated energy is smaller than the sum
of energies due to external load and strain energy stored. Thus, the overall
potential energy in the body will increase, which will reflect as a increase in the










Figure 6.13: Energy change scenario based on (6.14)
Now, the continued growth of the crack in time can be visualized as a sequence
of these scenarios in an order decided by the crack velocity. By combining the two
hypothesis and the rate equation, (6.14), we get the discrete form of instantaneous
potential energy.
Π̇ =






ȧ)− (2γ b ȧ) ∀ ȧ > 0 ∀ σt ≥ σcr ≈ Kt ≥ Kcr
(6.15)
6.5.4 Crack stability & crack arrest
From the above equation it is evident that non-smooth crack growth is afforded
by the first scenario with very high instantaneous dissipated energy. For a given
increment in time, if the stress at the crack tip equals or exceeds the critical value,
then based on the instantaneous crack velocity one of the above three scenarios will
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occur. If in the next time increment, the stress condition (hypothesis 1) is still met,
then again one of the three scenarios will be met. However, if the condition is not
met, then the crack will arrest and the system will follow Hooke’s law.
6.5.5 Algorithm for Computing Crack Growth
To summarize the two sections above, it is seen that the crack will only initiate
when the stress at the crack tip (σt) reaches a critical value (σcr), as given in 6.7.
After attaining the critical stress, the increment in crack growth is determined by the
resistance provided by the material to crack growth, which is in turn determined by
the crack propagation velocity due to the stresses at the crack tip (6.10). We can now
develop a general algorithm for fracture analysis of the DCB as shown in the flow
chart in figure 6.14. From this flowchart, we see that there is no energy calculation
required to determine crack initiation and crack progression. Since the algorithm uses
incremental time steps (N) to calculate both the change in loading and the increment
of crack growth, a sample DCB geometry was used to check for convergence and is
shown in figure 6.15.
6.6 Implementation
6.6.1 DCB Formulation
Consider the case of the DCB (figure 6.11) with dimensions symmetrical about
the neutral axis, which is also the fracture path. The relation between force and
displacement is given by:
F = 3wEI/2a3 (6.16)
The stress intensity at the crack tip is given by
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Figure 6.14: General algorithm for crack initiation and progression based on crack
tip over-stress and crack velocity as per equation 6.10
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where, b=width of specimen and I=moment of inertia of arms. The critical value
of the stress intensity (Kcr) can be calculated from the average critical strain energy




Therefore, for implementation of the algorithm, the crack initiation criterion will now
be Kt ≥ Kcr. The second parameter, the characteristic velocity C0, was found by trial
and error by matching the load-displacement curves of the experiment corresponding
to each material system.
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Figure 6.16 shows the analysis results for the two laminates, when computed using
the algorithm specified in the prior section. Table 6.2 gives the parameters used for
the analytical model.
In the case of the GC laminates, non-smooth crack growth behavior is captured
quite well. As the crack velocity is high in GC, there is a rapid loss of energy from
the system after initiation. The sudden release of energy also relaxes the system
(reduction in stiffness) and the stress at the crack tip reduces below the critical
threshold, causing the crack to arrest (figure 6.17-a). Since, the body is under constant
displacement loading and the crack has been arrested, the energy of the system will
increase, thereby gradually increasing the stress at the crack tip. This cycle repeats
to provide the non-smooth crack growth that is observed in the GC laminate.
In the CC laminate, the phenomenon is quite unique. After the crack initiates,
the system does not have a net loss of energy. This is because the rate of energy input
to the system due to loading is more than the rate of energy loss from the system
due to crack propagation, thus giving a smooth crack growth (figure 6.17-b). Since,
the stiffness of the system is also reducing with crack propagation, there is a point
after which the input to the system due to loading drops below that lost due to crack
propagation.
Since the new crack growth algorithm provides the load-deflection relation as
an output, it is a simple task to calculate GI as the crack progresses. Figure 6.18
shows the calculated GI values for GC and CC laminates using the present analytical
formulation. We now see that the release of strain energy is a consequence of crack
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growth and not the cause of crack growth. Thus, it’s use as a critical parameter to
advance cracks is brought into question.
6.7 Discussion
In the cohesive zone modeling framework, implemented using the finite element
method, two parameters are needed, the cohesive strength and the energy release rate.
It has been shown that the energy release rate may not be a constant value during
crack propagation, hence, an R-curve is also required. Using the stress intensity factor
alone, only crack initiation can be predicted. The new approach proposed here, on
the other hand, required only two material constants, the critical stress at the crack
tip and the characteristic velocity.
As mentioned earlier, most of current theory, with the exception of molecular dy-
namics or atomistic simulations, uses a macro scale approach to fracture. Current
macroscopic approaches use either energy based or strength based techniques, both
of which are very accurate at predicting the onset of cracking (crack initiation). This
is because the continuum continuity definition holds until the final equilibrium point
(crack initiation) is reached, hence, the energies are quantifiable and easily calculated.
However, these techniques fail to provide accurate predictions for crack progression in
general. The reasons stems from the fact that during crack propagation the system is
not in equilibrium. By assuming a constant strain energy release rate or stress inten-
sity factor during crack propagation, equilibrium is enforced, which is only possible
if every crack in every material propagates from one equilibrium point to another in
negligible time, ie; at extremely high crack velocities, which is not the case in actual
materials.
The theory proposed in this paper overcomes this apparent disconnect by acknowl-
edging that the process of crack growth is not an equilibrium process and introduces
the crack velocity as an internal variable in the calculation of crack growth. The valid-
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Figure 6.16: Comparison of analytical (solid line) and experimental (dotted line) force
displacement data (a) GC, (b) CC.
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Figure 6.17: Comparison of analytical (solid line) and experimental (dotted line)
crack extension v/s crosshead displacement, (a) GC, (b) CC.
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Figure 6.18: Comparison of analytical (dotted line) and experimental (points) strain
energy release rate (a) GC, (b) CC.
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ity of the crack velocity as an internal variable is shown to be sound in the analytical
solutions, however, the question of existence of a unique characteristic velocity Co can
be argued. The characteristic crack velocity term, C0, is in essence a parameter that
captures the effects of the process zone (dislocations, plasticity, micro-damage due
to micro-cracking etc) and its ability to dissipate energy, which is specific to a given
material system. Phenomenologically, one can argue that Co should be a fraction of
the Rayleigh wave speed and hence be a constant for a given material system, but
a rigorous way to establish this, for example, using atomistic or micro-mechanical
simulations is needed.
6.8 Conclusions
We have introduced a novel approach to predict non-smooth crack growth ob-
served in mode I fracture of a composite material DCB specimen. By postulating the
existence of a critical fracture internal stress or strain, and a critical crack velocity,
non-smooth crack growth (and smooth crack growth, as a special case) observed in
DCB experiments was predicted. The method is able to predict, both, smooth and
non-smooth crack growth. Using the critical fracture internal stress or strain, and a
critical, material specific crack velocity, a simple algorithm was formulated to explain
and replicate the experimental results well. In our approach, the strain energy re-
leased is an outcome of the crack growth process instead of a value that is postulated
to drive and control crack advancement. Numerical simulation results, using cohesive
zone models that use constant GIc values, were not able to capture the non-smooth
crack growth seen in GC laminates nor was it able to capture the steady increase in
load after crack initiation, observed in CC laminates. By including the rate terms in
the GI formulation it was shown that strain energy release rate is a function of both
loading rate and crack velocity. This formulation explains the reason attributed to
R-curve behaviour and the linear decrease in GIc with increasing loading rate. Both
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Instability in dynamic brittle fracture
7.1 Introduction
Fracture in brittle polymers is complex owing to its catastrophic nature and is
compounded by the difficulty in observing fast moving cracks experimentally. Over
the past three decades experiments conducted by several groups [77, 37, 54, 29] have
led to a better understanding of the dynamics of fracture processes in brittle solids.
The experimental results have shown that the process of fracture tends to follow
a specific pattern. Unstable crack growth is found to occur in progressive stages,
identified using the characteristic roughness of the fracture surface. Crack surfaces
near the initial crack tip tend to have a smooth surface finish which is followed by
increasing roughness [80, 17] or patterned ramified surfaces [38]. At higher crack
velocities, the main crack is seen to micro-branch into multiple cracks. Detailed
section analysis of the fracture specimens [29, 80] show that these rough features
are also seen below the crack surface in the form of micro-cracks. The cumulative
effects of these secondary energy dissipation modes (micro-cracking or micro-damage)
are noticed in the crack propagation velocity (ȧ) profile. Theoretically, in brittle
materials, the crack velocity has a unique upper bound set by the critical Rayleigh
wave speed (CR). In mode I crack propagation experiments for monolithic brittle





Figure 7.1: Single Edge Tension Plate (SETP) test coupon geometry
hand, Coker et al., [27], have demonstrated crack speeds close to CR for mode I
fracture in uni-directional composites. The ratio of observed peak velocity to critical
Rayleigh wave speed is found to vary for each material, but for most monolithic brittle
materials, micro-branching is observed at ȧ ∼ 0.4CR [17]. The linear elastic fracture
mechanics (LEFM) formulation for crack velocity [41] is found to provide quantitative
agreement with experiments (glass and PMMA) for ȧ ∼< 0.4CR [85, 38]. The LEFM
approach however, does not provide satisfactory results for ȧ > 0.4CR, where, the
crack tends to become unstable in the sense of developing micro-cracks & micro-
branches along the crack path which cause rapid oscillations in crack velocity [17].
Multiple approaches haves been used to explain and predict the observed phenomenon
of ”mirror-mist-hackle-branch” failure, but with little success. Analytical models
proposed by Yoffe [110] predict the start of instability at 73%CR, whereas, models
proposed by Freund [41] predict the stability velocity limit to be around 50%CR. Two
different analytical approaches were proposed by Gao, a wavy-crack model [42] and a
crack tip hyper-elasticity [21] model. Recently, a time-delay non-linear crack tip zone
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Figure 7.2: Over-stress at crack tip causing roughening of fracture surface. Image
source: [79]
approach was proposed by Bouchbinder [16].
From a review of past experimental and theoretical studies, the following out-
standing questions emerge; (a) What dictates crack growth velocity in rapid crack
propagation in monolithic brittle materials ? (b) What is the cause of secondary
modes of energy dissipation, and (c) Why do crack velocities tend to stabilize with
increasing growth ? In this paper, we examine the physics of crack growth and ar-
rest, based on crack tip over-stress, to address the above questions. We are able to
calculate crack growth velocity, and in conjunction with a evolution parameter that
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accounts for micro-damage, are also able to predict the limiting crack speed. Our
analytical predictions are found to be in agreement with measurements reported in
the open literature.
7.2 Conditions for crack growth
In classical linear elastic fracture mechanics (LEFM), the external loading can be
related to the crack tip stresses using Irwin’s stress intensity factor. For the purposes
of this paper, it is assumed that there exists a critical internal stress (virial stress [92]
or Hardy’s approximation [114]), σcr at the sub continuum scale, and a correspond-
ing critical stress intensity factor [52], Kcr at the continuum scale, beyond which the
atomic separation is large enough to break the attractive bond, causing new crack
growth. Thus, we now formulate the first hypothesis of our analytical model;
Hypothesis 1 : Crack growth initiates from a pre-existing flaw or an initial crack
when a measure of the internal stress at the crack tip σn reaches or exceeds a critical
value σcr.
Parallels can be drawn with yield criteria in classical plasticity (such as the Von
Mises or Tresca criteria). Here, it is assumed that the system (body and loading
device) is linear elastic and it is further assumed that the energy loss (dissipation)
in the system is only due to crack growth. For the condition of irreversibility to be
satisfied, crack healing is not allowed. Hence, we propose a necessary condition for
crack growth:
ȧ
 = 0 ∀ σt < σcr ≈ K
t < Kcr
> 0 ∀ σt ≥ σcr ≈ Kt ≥ Kcr
(7.1)
Many researchers have developed crack growth - velocity formulations, especially
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when pertaining to rapid crack growth events. The dissipation of energy due to crack
growth leads to the emission of stress waves that influences the subsequent motion of
the crack within the body. Hellan [48] has provided a relation for particle velocities
in a fracturing body based on stress waves, in a 1-dimensional and 2-dimensional
setting. Considering the 1-dimensional case, the particle velocity due to a stress wave




where, Co is the speed of sound in the solid, and E is the elastic Young’s modulus.
Hellan [48] also provides another relation between crack velocity and particle veloc-
ity, as shown in eqn(7.3). Freund, [41], also provides a relation for crack velocity in
terms of a bluntness parameter, the material specific Kostrov surface energy and the
static critical stress intensity factor. From hypothesis 1 in the previous section, and
assuming that the stress associated with crack formation is the critical stress σcr, it
follows that,
u̇ = − ȧ
E
σ = − ȧ
E
σcr (7.3)
These two equations suggest a relation for crack velocity in terms of the ratio of in-
stantaneous stress to critical fracture stress at the crack tip. Since crack propagation
cannot be reversed, the negative sign is removed. This forms the second hypothesis
that is proposed:
Hypothesis 2 : The crack growth velocity is proportional to the ratio of instanta-









This relationship is similar to the empirical logarithmic relationship suggested by
Evans [36] for slow crack growth in brittle materials. According to Evans, it is found
that the velocity of the crack ȧ is proportional to the stress intensity factor raised to
some power, Kn. The proposed equation is also similar to the dislocation velocity
relation proposed by Stein & Low, and Gilman & Johnston, as given in [49], where
the dislocation velocity vd = (
τ
D
)m, where, τ is the applied resolved shear stress and
D, m are material properties. We can see from eqn(7.4) that the material constant
Vo should have units of velocity. This means that when the stress at the crack tip
just reaches the critical stress value, ie; σn/σcr = 1, the crack will progress with a
velocity Vo.
From these two hypotheses, crack growth is understood to be a sequential process
with two requirements. First the body deforms under loading without crack growth
initiation until the critical stress at the crack tip is reached. Second, at the point of
initiation, the strain energy stored by the body will be released with a rate propor-
tional to the characteristic crack velocity, given by Vo in eqn(7.4). Crack growth will
continue until the stress at the crack tip falls below the critical threshold. However,
the stress at the crack tip will continuously depend on the system stiffness, which in
turn depends on the rate of crack growth.
Combining the two hypothesis (eqns 7.1&7.4) we get a necessary condition for
crack growth.
ȧ =





n ≈ V0( K
t
Kcr
)n ∀ σt ≥ σcr ≈ Kt ≥ Kcr
(7.5)
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7.3 Framework for rapid crack growth analysis
We look at the most common geometry used for studying Mode-I rapid fracture,
the Single Edge Tension Plate (SETP) test as shown in figure 7.1. Considerable data
on crack velocities (theoretical, experimental and computational), are available in the
literature, [36, 37, 38, 85, 78, 79, 80, 81]. The data presented in these papers will be
used to illustrate the proposed framework for rapid crack growth.
7.3.1 Definition of crack
With secondary energy dissipation modes, the definition of a crack becomes diffi-
cult, especially when crack branches or crack bifurcations are observed. Hence, it is
important to define crack length, which for a symmetric SETP test is defined as the
measure of crack extension from the initial crack along the center transverse plane.
Therefore, crack extension due to micro-branching is not accounted for in the crack
length calculations. This is reasonable, since we will be looking at glassy polymer
single edge test plate (SETP) specimens which exhibit a central crack with smaller
cracks branching out [38, 85].
7.3.2 Crack initiation and propagation
For ease of analysis eqn (7.5) can be written in terms of the stress intensity factor,
since for mode I, σ = KI
f(θ)√
2πr
. Therefore, we get,
ȧ =





)n ∀ KtI ≥ KIcr
(7.6)
The static stress intensity factor at the crack tip for a SETP with a crack of length,















Now, following Freund’s [41] formulation for dynamic stress intensity factor at the




where, k(ȧ) ≈ (1 − ȧ/CR)/(
√
1− ȧ/Cd) , CR is the Rayleigh wave speed, Cd is the
Dilitational wave speed. Therefore, according to hypothesis 1, the crack growth in the
SETP will initiate when the stress intensity factor at the crack tip reaches or exceeds
the critical stress intensity factor KIcr, and from hypothesis 2, the crack will progress
with an initial velocity of Vo. If the far field stress is kept constant after initiation,
the crack growth criterion will always be met and the crack velocity will be dictated
by the over-stress factor (KtI/KIcr). Hence, the crack will propagate with a velocity
proportional to the over-stress at the crack tip and the values will be dictated by the
two material parameters Vo and n.
7.3.3 Secondary modes of energy dissipation
In a typical fracture event of monolithic brittle materials like PMMA, glass, and
ceramics like Alumina, a characteristic fracture surface pattern is observed [39]. This
phenomenon can be explained by the over-stress condition at the crack tip. Physically,
the over-stress condition in front of the crack tip indicates that the main crack is not
able to liberate energy fast enough for the system to reach an equilibrium state.
When the stresses in front of the crack tip become unsustainable, secondary modes
of energy dissipation become significant. Micro-cracking and micro-branching are
the most common secondary energy dissipation modes and these have the effect of
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reducing the crack tip stress intensity, [79]. Since energy is dissipated away from the
crack tip, the stress intensity at the crack tip will be lowered. This physical correction
has to be included in the analytical frame work.
Experimental studies by Kuksenko et al [57, 58] and Zurkov et al [113] have
shown an exponential relation between the rate of accumulation of micro-cracks Ṅ
with respect to tensile stress in glassy polymers ie; Ṅ ∝ exp(ασ). They have also
shown that submicroscopic crack-growth, in number as well as size, will increase with
tensile stress, finally leading to coalescence, to form a larger crack. From the proposed
relationship pertaining to over-stress, we see that an increase in over-stress will cause
an increase in micro-crack accumulation, which in turn will lead to a reduction in
stress at the crack tip. Therefore, a damage parameter (λ) can be defined, that





where, KdI is the stress intensity at which secondary modes of dissipation become
significant. KdI is an indirect measure of the tensile stress at which submicroscopic
cracks form in the specimen. The stress intensity at the crack tip due to damage K̂tI
can be written as
K̂tI = β K
d
I (1− λ) (7.10)
where, β is a constant of proportionality.
7.4 Comparison with experiments & discussion
7.4.1 Algorithm
From the equations in the above sections, we can now formulate a generic algo-
rithm, shown through a flow-chart in figure(7.3), for computing crack growth trajecto-
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ries and velocities in a monolithic brittle solid with constant loading. This algorithm
describes crack growth as a discrete set of events depending only on the instantaneous
crack tip stress state. First the question is asked if this instantaneous crack tip stress
state meets or exceeds the crack initiation criterion? If the stress state is higher than
the critical (over-stress) but not sufficient to induce secondary modes of dissipation
like micro cracks then the crack will propagate as per the velocity relation given by
equation 7.5. If secondary modes of dissipation become significant, which will be at
certain stress state in front of the crack tip, the instantaneous crack tip stress will
reduce based on the damage parameter in equation 7.10 and the crack will propagate
based on the reduced instantaneous stress state. It can be seen that this sequential
approach is a time marching algorithm, with a time increment, dt. To ensure that
results are not dependent on this increment size, figure(7.4) shows the dependence of
crack velocity with decreasing dt, which shows convergence as dt decreases, but at a
finite value of dt. To implement the algorithm, five parameters KIcr, C0, K
d
Icr, n and
β are required. The first three parameters are directly taken from experimental data
published by Fineberg et al., [39, 85] and Ravi-Chandar et al., [79, 80] for PMMA
and Homalite respectively, and is shown in figure(7.5). The last two parameters are
material specific constants and should be found experimentally. To demonstrate the
feasibility of the approach here we obtain the material specific constant by matching
one of experimental data curves. Table 7.1, provides the values used in the compu-
tations presented with units; stress intensity factor in MPa.
√
m,and V0 in m.s
−1.
Table 7.1: Fracture parameters for analytical model taken from experimental data
*fig(7.5)
Material KIcr∗ V0∗ KdI ∗ n β
PMMA 5.69 150 12.65 1.3 1.6
Homalite 0.39 180 0.39 1.3 1.65
Values for fracture parameters were obtained from one set of experiments on SETP
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Figure 7.3: Generic algorithm for crack initiation and progression based on crack tip
over-stress and crack velocity
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dt = 50 ms
dt = 10 ms
dt = 1 ms
dt = 0.1 ms
dt =0.01 ms
Figure 7.4: Crack length vs. crack velocity curves as a function of time-step
specimens. After this, all other experimental data points were predicted using the val-
ues in table 7.1. Comparison of crack velocity profile for PMMA with and without a
micro-branching correction factor is shown in figure(7.6). By including the correction
factor, the results show good agreement with experiment. The same is seen for other
configurations of PMMA samples, figure(7.7)and Homalite samples, figure(7.8). The
difference between using a static and dynamic stress intensity is shown in figure(7.9).
The results indicate that the evolution of micro-damage is independent of specimen
configuration ie; damage evolution is a material specific process and is based on the
over-stress at the crack tip. It also shows that for a given material KIcr and Vo are
constants.
7.5 Conclusion & discussion
In summary, we have demonstrated the validity of a new crack growth model




Figure 7.5: Parameters taken from experimental results (indicated by arrow), (a)
RaviChandar et al [80], (b) Sharon et al [85]
the standard LEFM model of crack growth. A generic framework and algorithm
for the analysis of fast (rapid crack growth) brittle fracture, largely dictated by the
physics of fracture reported in the open literature, has been presented. The proposed
model is seen to re-produce a variety of experimental results reported in the literature
(see Fineberg et al [39]). Some key points of the proposed model needs to be high-
lighted. First, fracture initiation and propagation are treated as two distinct events.
The crack tip over-stress is seen as the driver of crack growth and the over-stress is
directly proportional to the crack-growth velocity. In theory, if the over-stress is large
enough, the crack velocity can go beyond the Rayleigh wave speed limit. However,
the existence of a limit is due to the inability of the material at and ahead of the
crack tip to sustain the increasing over-stress state. As the stress ahead of the crack
tip increases, other stress relieving dissipation mechanisms like micro-cracking, and
micro-branching are formed. The reduction in primary crack velocity is due to reduc-
tion in over-stress caused by these alternate dissipation mechanisms. We also note
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Analytical with micro−crack correction
Analytical without micro−crack correction
Figure 7.6: Example of analysis result with and without micro-crack correction




















Figure 7.7: Comparison of experimental[85] and analytical result for specimen con-
figuration.
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Figure 7.8: Comparison of experimental and analytical results. Bounds of experi-
mental data found by changing the proportionality parameter β are also shown.




















Figure 7.9: Results with static (solid line) and dynamic (dash line) stress intensity
factor.
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that the strain energy released during crack growth is an outcome of the cracking
event, thus the use of its criticality as a condition for crack growth ( suggesting that




Summary of key contributions
The study presented in this dissertation explores two fundamental failure mech-
anisms in composites, kinking failure and fracture. These mechanisms are activated
in composites when subjected to predominantly compressive loading. However, frac-
ture can also occur under other external loading states, whereas, kinking is the main
mode of failure under compressive loading. In the first part of the thesis, the kink-
ing failure mechanism was investigated for different loading and geometries. In each
case, presented in chapters I-III, conclusions that were significant for each chapter
were highlighted at the end of each chapter. In the second part of the thesis the
fracture failure mode was analyzed in the context of application to composites and
also in the context of application to fracture in polymers (motivated by the fact that
polymer matrix composites are currently a favored structural material). Highlights
of the major findings and key contributions are summarized below.
In chapters I-III, kinking failure and the influence of defects were studied. Multiple
approaches to analyse defect induced kinking failure are provided. These approaches
are validated against experimental results and shown to provide good correlation. A
physically accurate kinking analysis requires a micro-mechanical formulation which
can tend to be computationally expensive. Instead a new analytical formulation for
kink band formation is provided in chapter IV. The analytical model shows a greater
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insight to the mechanics of kink band formation and also illustrates some of the
drawbacks of previous analytical models. The current analytical model is able to
capture both pre-peak and post peak behavior of kink band formation. Through the
analytical model it is shown that kink formation is an instability problem, but, one
that evolves with continued loading. Previous analytical approaches were not able
to capture this instability in a unified manner. In the current model, by using two
generalized displacements, to account for both amplitude and shape change of a load
bearing fiber within a representative unit cell, the evolution of amplitude and fiber
rotation before (pre-kinking) and during (kinking) the attainment of a maximum load
is captured. It is also shown that the matrix yield stress (or onset of nonlinear matrix
response) has no bearing on the peak load or kink band formation as assumed in
some of the previous models. The current model also shows that matrix failure can
occur before fiber failure during kink band formation. The current model is valid
only upto matrix failure hence, the analysis does not provide a fully formed kink
band width value. By incorporating a fracture model in the post-kinked regime, the
current model can be modified to remove this deficiency. This is left as a future study.
The topic of fracture mechanics is explored at a fundamental level and a critical
review of classical energy based fracture mechanics is conducted in chapter V. Two
examples are provided, in chapters VI & VII, that point to drawbacks and limitations
of current understanding of fracture mechanics. It is shown that the LEFM (linear
elastic fracture mechanics) based energy release rate is applicable only for cases where
the crack velocity is significantly greater than the deformation of the body. In all other
cases energy release rate based methods, which assume that crack growth is driven
by a critical value of strain energy released, do no apply and should not be used.
An alternative theory, based on an over-stress criterion is proposed. This theory
is shown to cover a wider class of crack growth problems. The theory also provides
phenomenological explanation for observed non-smooth crack growth and provides an
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upper bound for crack velocity. The examples that have been provided in this thesis
(chapters VI & VII), use empirical data to support the new theory, which in itself
is insufficient to show that critical crack velocity is a material parameter. This can
only be achieved thorough a sub-scale, molecular dynamics and/or atomistic model,
















































































































































































































































































































































Test and modelling procedures for damage and
failure prediction in laminates with hole
Introduction
Predicting the open hole compression strength (OHCS) and the open hole tensile
strength (OHTS) of a laminated fiber reinforced composite is an important consider-
ation in material qualification for aerospace structural design. Experimental results
of fiber reinforced composite panels with holes and cut-outs show a significant drop
in compressive strength as a function of hole size due to stress gradients generated
by the hole and because of the large stresses that concentrate at the hole edge. The
situation is similar for tensile loading.
In traditional multi-layered laminates the failure in compression is generally dom-
inated by the 0◦ ply kink banding mechanism B.1, while in tension, transverse cracks
in the 90 degree layers, and matrix microcracks between fibers in off-axis layers are
observed prior to the onset of catastrophic failure, the latter resulting due to failure
of the significant load-bearing zero plies, and sometimes also accompanied by delam-
ination. Even though the problem of predicting compressive strength of laminated
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composite panels with a cut-out is complex, it can be simplified by focussing atten-
tion on the failure of the 0◦ lamina within the laminate. There are two main points
that needs to be taken into consideration; first the compressive strength of the 0◦
lamina and second, the influence of the hole on the stress distribution around the
hole. Prior studies [2, 3, 23, 100], have examined the problem in detail and have de-
veloped both analytical and numerical methods based on careful experimental results
to predict OHCS with varying degrees of sophistication in the modeling. In tension
loading, in addition to transverse cracking in the 90 degree layers, matrix microcrack-
ing and fiber-matrix splitting in off-axis layers, and delaminations can all influence
tensile strength. Hence, both damage and failure has to be taken into consideration
in modeling for OHTS prediction.
At the zeroth order, we present a simple engineering approach using a combination
of the Considere construction [89], and Lekhnitskii’s [62] formulation to approximate
OHCS. For OHTS, we use a modified Lekhnitskii’s analysis which uses a strain based
failure index for predicting strength. At the first order, these models are refined
by a combination of micromechanics and classical lamination theory, implemented
using the finite element method to capture kink-band formation using a global-local
approach[3], for accurate prediction of OHCS for a class of popular laminates. For
OHTS, a similar modeling strategy with the smeared crack approach (SCA), described
in Heinrich and Waas [47], can be used for a single fiber reinforced lamina to predict
OHTS. For both cases, the modeling uses constitutive properties of the fiber and in-
situ lamina shear-stress strain response. In the second order analysis, which has higher
fidelity, we employ the thermodynamically-based Schapery work potential damage
theory for capturing the in-plane damage in each lamina, and we also use the enhanced
Schapery theory (EST), as described in Pineda et al[73], to model in-plane failure
including post-peak softening using the crack band model[12]. In this paper, results
for OHCS are predicted using the zeroth, first and second order analysis methods,
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while results for OHTS are predicted using the zeroth order and second order analysis
methods.
Zeroth order analysis
In multi-directional laminates, compression strength is generally dominated by
the 0◦ ply kink banding failure. Even though the problem of predicting compressive
strength of laminated composite with a cut-out is complex, it can be simplified by
focusing attention on the failure of 0◦ laminae within the laminate. More specifically,
the failure of 0◦ laminae occurs at the location of maximum stress, which, in case of
laminates with cut-outs like a hole, are at the hole edge. Hence, the simplest approach
would involve; (a) knowing the compressive strength of 0◦ lamina and, (b) knowing
the value of stress at the hole edge. Therefore, the compressive strength of laminates
with a hole is taken to be the applied stress which causes the maximum stress at
the hole edge to reach the compressive strength of the 0◦ lamina. This approach is
implemented using a combination of the Considere construction [89], and Lekhnitskii’s
[62] formulation. Considere construction is a geometric construction which utilizes
the lamina shear stress-strain response to obtain the compressive strength of a 0◦





where, φ̂ is the fiber misalignment, τ̂12 is the shear stress and γ̂12 shear strain. The







where, EL11 and E
0
11 are the elastic moduli of the laminate and the 0
◦ ply, respectively,
in the direction of compressive load. Further, X0c is the compressive strength of a 0
◦
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lamina for a given fiber misalignment φ.
The equation above provides the compressive strength of a laminate without any
stress-raisers (such as at cutout edges). In the presence of a hole, the maximum
stresses occur at the hole edge due to non-uniform stress distribution. Using the
Lekhnitskii [62] solution, Filiou and Soutis, [22], have provided an approximation to
the stress distribution in an orthotropic infinite plate with a hole (shown in figure
(B.8)). The equation below provides an accurate description of the axial stress,
(σyy(x, 0)) distribution due to a far field stress, σ∞,
σyy(x,0)
σ∞























− νyx) + EyyGyx
(B.3)
Using the above equation, we can approximate the stress at the edge of the hole




Assuming the material at the edge of the hole, where the stress is maximum, fails
at the strength provided by equation B.4, above, ie; σyy(R, 0) ≈ XLc we can obtain
the corresponding far field stress. This far field stress will be the critical strength












Thus, this equation provides the OHCS of a laminate (XLc , in terms of the pristine
lamina compressive strength, (X0c ). The approach presented here can also be used to
estimate the open hole compressive strength for other cutout shapes and for multiaxial
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planar loading, provided an expression that relates the maximum stress at the cutout
edge in terms of the applied far-field loading is available.
To estimate OHTS, we utilize a similar approach except we assume that the
laminate will fail when the strain in the 0◦ ply reaches its ultimate tensile strain (X0εt)
obtained from a coupon [04] tensile test. A uniform through-the-thickness strain is










Equations B.5-B.6 provide the zeroth order estimates for OHCS and OHTS. With
the assumptions used for this simplified analysis, there is a significant drawback.
The model does not account for material degradation due to in-plane damage and
inter-laminar failure. In-plane damage and delamination is seen to be negligible in
laminates with high percentage of 0◦ plies, but that is not always the case with
laminates with higher percentage of off-axis plies, such as quasi-isotropic laminates.
This method should only be used as a starting point for the more refined methods
that will be next described.
First order analysis
First order analysis is based on the same mechanism as the zeroth order approach,
that the failure in laminates under compressive loading is due to kink banding. How-
ever, instead of analysing the kink banding of a pristine 0◦ lamina, and the non-
homogeneous stress field due to a cut-out separately, the kink band formation in a
0◦ lamina in a non-homogeneous stress field is analysed. This is achieved through a
micro-mechanical, finite element model of the 0◦ lamina with a cut-out. In the micro-
mechanics model, the fibers are explicitly modeled as homogeneous orthotropic con-
tinua and the matrix is modeled as an isotropic material with in-situ elastic-plastic
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properties. Fibers are misaligned by 1◦ to account for average fiber misalignment
angles commonly observed in carbon composite materials [111]. This misalignment is
the same as the one used in the zeroth level analysis. Micro-mechanics model, how-
ever, is a computationally expensive method, because of the difference in length scale
of fiber and lamina. To model a complete lamina using micro-mechanics will require
thousands of fiber-matrix layers, which is computationally prohibitive. To overcome
the issue of computational cost the model is reduced by analysing a micro-region
around the hole. Boundary conditions to be applied on the micro-region are obtained
from a global homogeneous model. This method is called the global-local approach as
defined in the work by Ahn & Waas [3] and Davidson & Waas [33]. In some reports,
this method has also been referred to as the embedded cell method (see, for example,
[63]).
The local-global approach implemented here is a three step procedure (each sub-
sequent step relies on the results of the prior step) using a macro-mechanical model
and this is as depicted in figure(B.9). Each step is an individual simulation and only
the boundary information is passed from one step to the other. The macro-model,
outside the micromechanics sub-region, is a 2D half symmetric model with homog-
enized transversely isotropic lamina properties of the 0◦ lamina. Step 1, is a linear
elastic step where a known far-field displacement is applied in the axial(y) direction
and the displacements (∆x,y) at nodes corresponding to the micro-region boundary
(A − B − C − D) are obtained. These displacements ∆x,y are then applied on the
isolated local micro-mechanics model boundary and another linear elastic analysis is
performed in step 2, henceforth called ”Local Linear Model”. In step 3, the reaction
forces, (Rx,y), obtained in step 2 are applied on boundaries (A−D)&(B − C) along
with ∆x,y on (A−B)&(C −D) and a non-linear Riks response analysis is conducted
(”Local Non-linear Model”) on the isolated local micro-mechanics model. Only step
3 is an incremental analysis while steps 1 and 2 are linear and hence done only once.
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Step 2 is needed to obtain the consistent reaction forces on parts of the boundary of
the micro-region, since step 3 uses mixed boundary conditions on the micro-region
boundary.
Typically, as seen in past studies, there are no boundary conditions imposed on
the free edge of a local model. This however, can lead to incorrect results because
the local model which is non-homogeneous will deform in a manner different from
the global model. In figure B.10, the un-deformed and deformed profiles of global
and local model are shown. Pinching of the corners of the micro-region is observed
as compared to the global model, during deformation, which will lead to artificial
stress concentration developing at the corners. These stress concentrations will cause
premature kink formation at the corners. Hence, application of reaction forces at
the free boundaries is important to ensure that the local model follows the global
deformation profile, in the elastic regime. By applying reaction forces instead of
displacements, the left and right boundaries are kept free of constraints, thereby
allowing for the kink band to form without displacements being constrained on the
boundaries.
The axial reaction force Ry obtained from steps 1 & 2 provide the linear relation
between the local and global model as a simple ratio R̂ = (Rglobaly /R
local
y ). Now, from
step 3, we get the micro-kink band initiation load (Rlocalk ) which corresponds to the
global compressive strength of the zero lamina due to kink banding, X0N as ;
X0N = (R
global
k )/A = (R̂ R
local
k )/A (B.7)
In the above expression, A, is the load bearing cross-sectional area of the specimen
in the far field. The size of the micro (local) region is an unknown of the global-local
method. A converged solution is obtained when the peak compressive strength of the
first order analysis shows no difference with respect to the size of the micro-region.
The size of the region was scaled based on the ratio of width (length A-B) to the
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height (length B-C) of the micro-region.
Typical response of the micro-region is shown in figure (B.11) and corresponding
snap-shots at different stages of loading leading to kink banding failure are provided.
Figure (B.13) shows the scaling study to determine the converged micro-region size
and the corresponding compressive strength of the 0◦ ply. The results are normalized
by the compressive strength of the 0◦ ply with φ = 1◦ obtained from the Considere
construction ie; the un-notched zero ply strength. Using the converged value of
compressive strength from the 2D global local X0N analysis, the laminate compressive







As with zeroth order, this first order approach provides compressive strength
prediction for laminates that show kink band formation in the 0◦ lamina. Hence, this
method of predicting compressive strength is predicated on zero ply kink banding
being the dominant failure mechanism. However, this may not provide satisfactory
predictions in cases where off-axis laminae dominate, ie; in cases where the percentage
of 0◦ laminae is small and where there is significant non-linear behaviour before failure,
as in pure angle-ply laminates or laminates with a large percentage of angle plies.
Second order analysis
Zeroth and first order analysis methods do not account for stiffness degradation
of off-axis laminae. The difficulty in analytically modeling off-axis plies is because
significant damage accumulates in these plies during loading. A second order mod-
eling method should capture both damage and failure. This is achieved by modeling
damage using Schapery theory and failure using the crack-band model, [12], which is
referred to as Enhanced Schapery Theory (EST).
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The EST formulation developed by Pineda et al [73] is used, which assumes that
three major intralaminar mechanisms are responsible for all observed non-linearities
in the stress-strain curve of a composite lamina: matrix microdamage, matrix macro-
scopic cracking (modes I and II), and axial fiber failure (mode I). Each of these mech-
anisms can be accommodated by partitioning the total dissipated energy density, WS,
into portions associated with each mechanism. It is assumed that the evolution of
these failure mechanisms (i.e., macroscopic cracking and fiber breakage) yields an
immediate reduction in the load-carrying capability of a local subvolume where the
mechanism is active.
EST in combination with Cohesive Zone methods, such as the discrete cohesive
zone method (DCZM), [53], can be used to account for both in-plane and inter-
ply damage. However, failure due to delamination is not considered in the second
order analysis, since the material system studied here did not exhibit significant
delamination.
EST Evolution Equations for a Fiber-Reinforced Lamina
EST is a multiple-internal state variable (ISV) formulation, which utilizes separate
ISVs for modeling the effects of damage and failure. Four ISVs are used; S, for dam-
age, SfI , for fiber failure, S
m
I , for transverse matrix failure, and S
m
II for matrix shear
failure. To arrive at the evolution equations for the ISVs, the elastic strain energy
density must be defined for a material which may contain cohesive cracks. Therefore,
the elastic strain energy WE is comprised of a contribution from the continuum W
and any possible cohesive cracks W jM . The plane stress, elastic strain energy density












where stress in the laminae are related to strain assuming plane stress conditions.
σ11 = Q11ε11 +Q12ε22
σ22 = Q12ε11 +Q22ε22
τ12 = Q66γ12
(B.10)













where E11 is the axial elastic modulus, E22 is the transverse elastic modulus, ν12 is
the Poisson’s ratio, ν21 is the transverse Poisson’s ratio, and G12 is the elastic shear






Note that only the transverse and shear moduli (E22 and G12) are functions of S
since matrix microdamage only accrues in the matrix of the laminae. The Poisson’s
ratio is assumed to evolve such that the quantity Q12 = E22ν12 remains constant;
however, this restriction can be relaxed if deemed necessary. The degraded moduli are
related to the virgin moduli (E220 andG120) and the ISV through a set of microdamage
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functions (es(S) and gs(S)).
E22 = E220es(S) (B.13)
G12 = G120gs(S) (B.14)
Degrading E22 and G12 exclusively is consistent with the intralaminar damage typi-
cally observed in PMC laminates.
The elastic strain energy density of the cohesive cracks are defined as the recov-

























The cohesive cracks are not active until some initiation criterion is met. Prior to that,
the crack tip opening displacements δjM are zero, and the do not contribute to the
elastic strain energy density. The tractions in Equations (B.15)-(B.17) can be related
































































































2 = −1 (B.25)
The use of a reduced ISV Sr = S
1
3 has been employed in Equation (B.22). Sicking
[87] has shown that the use of this reduced ISV yields polynomial forms of the micro-
damage functions in Equations (B.13) and (B.14). Thus, Equation (B.22) becomes a
polynomial equation that can be readily solved for Sr for a given strain state (ε22, γ12).
No mixed-mode law is incorporated in this work; thus, mode I and mode II failure
are uncoupled. Future iterations of EST will implement a mixed-mode fracture law
to introduce this coupling. However, since the mode I and mode II displacements are
uncoupled here, SfI , S
m
I , and S
m
II can be determined from Equations (B.23) - (B.25),
a priori , in terms of the applied strain using the traction separation laws and kine-
matics.


























by traction separation laws [73], the cohesive secant stiffnesses are determined. Where,
the cohesive strengths of the material are tfIC (mode I fiber strength), t
m
IC (mode I

































































where GfIC is the mode I fracture toughness of the fiber, G
m
IC is the mode I fracture
toughness of the matrix, and GmIIC is the mode II fracture toughness of the matrix.
The thermodynamically consistent stiffnesses derived in Equations (B.32)-(B.34) can
also be derived directly from the traction-separation laws using geometry.
Finally, it is assumed that following failure initiation the strains are related to the
crack tip opening displacements by
l(θ+90
◦)


























12 are the strains when, the Hashin-Rotem matrix failure criterion


















= 1 ε22 < 0
(B.38)
where YT is the transverse lamina failure strain in tension, YC is the transverse failure
lamina strain in compression, and Z is the shear failure strain. The fiber failure





= 1 ε11 ≥ 0 (B.39)
where XT is the maximum allowable axial strain of the lamina. The Hashin-Rotem
initiation criterion is utilized here for its tractability and computational efficiency, but
virtually any initiation criterion could be used to govern the onset of matrix failure
due to macroscopic cracking or axial failure due to fiber breakage.
Equations (B.35)-(B.37) imply that the strain in the continuum remains at the
values obtained when failure initiates, and that any incremental change in the global
strain after failure initiation is used wholly to advance the crack tip opening displace-
ment. To account for changes in the continuum strain after failure initiates, it can be
assumed that the stress state in the cracked body is homogenous and the tractions
on the crack tip faces are equal to the stresses in the continuum. Then, the strains in
Equation (B.21) can be formulated in terms of the cohesive secant stiffnesses and the
crack tip opening displacement. However, it is assumed that the evolution of strain in
the continuum is negligible once cohesive cracks form. Equations (B.35)-(B.37) can
be utilized in Equations (B.32)-(B.34) to obtain kjM as functions of the global strain
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Once failure initiates, the effects of failure supersede the effects of microdamage
and evolution of S ceases. The cohesive stiffness in a cracked element is calculated
using Equations (B.40)-(B.42) for a given strain state; then, Equations (B.18)-(B.20)
and (B.35)-(B.37) are used to calculate the tractions on the crack tip faces and the
crack tip opening displacement. It is assumed that the stress state in the integration
point subvolume of the element is homogenous, and the tractions on the crack tip
faces are equal to the stresses in the element. Lastly, the axial, transverse, and shear
































































where E∗22 and G
∗
12 are the degraded transverse and shear moduli, due to microdam-
age, when Equation (B.38) is satisfied.
It should be noted that EST also account for kink band formation under axial
compression [84, 9, 10]. As the lamina is loaded, the fibers in the composite rotate
by some angle φ, and attain the new direction ef , given by the deformation gradient




F · ef0 (B.46)





To model the kink band mechanism, all calculations are then executed in the instan-
taneous fiber frame; therefore, fiber rotation can induce large shear strains, γ12. As
shear strain increases, more damage, is induced leading to a reduction in the local
tangent shear modulus. The increase in local shear compliance allows for further in-
crease in the shear strain. Under increasing axial compression, this mechanism leads
to a runaway (negative feedback) instability, and a kink band eventually precipitate.
In summary, Equations (B.38) and (B.39) mark the transition from evolving mi-
crodamage to failure to macroscopic cracking. Prior to failure initiation, Equation
(B.22) is used to calculate the microdamage reduced ISV Sr, and the failure ISVs
SfI , S
m
I , and S
m
II remain zero. Equations (B.13) and (B.14) are used to calculate the
degraded transverse and shear moduli. Subsequent to matrix failure initiation, mi-
crodamage growth is precluded, and Sr remains at S
∗
r , the value of Sr when Equation
(B.38) was satisfied. The degeneration of the transverse and shear moduli, resulting
from matrix transverse and shear cracking, is calculated using Equations (B.44) and
(B.45). Finally if Equation (B.39) is satisfied, the axial modulus is calculated using
Equations (B.43) as fiber breakage evolves in the element. Once the material moduli
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have been calculated using the appropriate evolution equations, the stresses can be
updated accordingly using Equations (B.12).
Material damage and failure characterization
General requirements for laminate with cut-outs, like a hole, are shown in figure(B.14).
There are two stages to the analysis, first is the measurement and modeling to obtain
input parameters from coupon level tests and micromechanics predictions. These are
then used in the second stage, which is the prediction of OHCS, OHTS and any other
progressive failure scenario. There are four categories of inputs(figure B.14), geom-
etry, elastic material properties, damage properties, and failure properties. Some of
the parameters are measured while others are derived based on the measured values.
Different input details are required in each category ranging from constitutive fiber
and matrix properties in the micro level to the laminate properties at the coupon
level as shown in figure B.15.
Due to propriety nature of the composite material used, no information about the
material will be provided. However, a complete set of EST input and respective test
requirements are listed in table B.1, and are described in subsequent sections.
Measuring lamina in-situ shear response
In all the methods described , the common and critical data required is the in-situ
elastic-damage response of the matrix. Characterization of the in-situ lamina shear
response is done using the procedure described by Ng et al [70]. Tensile tests of dog-
bone shaped specimens of ±45◦s were conducted to obtain the in-plane lamina shear
response, and the tests followed the guidelines of ASTM D3518 and D3039 for strain
gage requirements and gage section dimensions. Dogbone-shaped specimens were
used rather than standard coupon-shaped specimens because previous work showed
a tendency of specimen failure within the grips for straight-sided coupons and within
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the gage section for dog-bone coupons.
A speckle pattern was also implemented on one side of the specimens to capture
full field strain data using an optical camera. Subsequently, the speckle images were
analysed using the ARAMIS digital image correlation (DIC) software. Strain gage
data was compared to, and agreed with, the strains obtained through DIC. However,
strain gages did not cover the full range of strains seen in the experiments and failed
prior to sample ultimate failure. Hence, DIC measurements were used for calculating
full field strain data and used for the analysis.
Using the shear response of the lamina, the in-situ shear response of the damaging
matrix, which is shown in figure (B.4) was extracted as described in [70]. From this,
the in-situ matrix equivalent stress vs equivalent strain response can be calculated
(Ng et al [70]) and is shown in figure (B.5).
Damage parameters
Items 1-3 in table B.1 refer to the Schapery damage evolution curves described
by the polynomial forms of es and gs as


















The shear microdamage function gs was obtained from the shear stress-shear strain
(τ12-γ12) response of [45
◦/-45◦] angle-ply coupon tests as recommended by Sicking
[87]. The transverse tensile micro-damage function es requires testing of [30
◦/-30◦]
angle-ply coupon tests, also recommended by Sicking [87]. However, es can also be
obtained from the in-situ matrix equivalent stress-equivalent strain response. Using
the non-linear in-situ matrix properties in a cubic close-packed repeating unit cell, and
applying transverse loading, the lamina transverse response curve can be obtained.
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Transverse non-linear response curve is then used to calculate es following Sicking’s
procedure [87]. The two curves are shown in figure B.6 & B.7.
Intralaminar failure strain
Intralaminar failure strains are measured using DIC analysis of tests listed in
items 4,6 & 8 of table B.1. Compressive failure strain in the fiber direction can be
obtained from [0] compression tests, which require thicker coupons such that kink
band formation can be captured using DIC. Alternatively, compressive failure strain
can instead be found using a micro-mechanics finite element model (FEM) [61] or
analytical model [32] of the composite micro-section. The transverse compression
response (item 7) is generally taken to be the same as in tension, but the failure
strengths are different and the tensile failure strength (or strain) is measured from a
coupon test.
Intralaminar failure toughness
Fiber direction tension failure toughness can be measured from Compact Tension
Specimen (CTS) [75] or Single Edge Notch Tension (SENT) tests of [90/0]s laminates.
The transverse direction tension toughness can be obtained from Single Edge Notch
Tension (SENT) test. However, in this study it is assumed that this value is the
same as the interlaminar mode I toughness because in both cases, toughness is due to
matrix failure only. The transverse direction compressive toughness is assumed to be
the same as the transverse tension toughness. Shear direction toughness is difficult
to measure, because it is difficult to obtain a pure shear stable crack propagation.
Hence, shear toughness is back calculated from a simulation of the SENT test of a [0]
ply laminate. Before the shear test and the corresponding simulation are conducted,




Interlaminar failure toughness and strength are measured using standard test
procedures. For mode I toughness and strength, a Double Cantilever Beam (DCB)
test is conducted. For mode II toughness, an End Notch Flexure (ENF) test is used.
Further, for mode II strength, a Single Lap Joint (SLJ) test is conducted, with a
short intact region so that the join failure is strength dominated.
Finite Element Model and results
EST was integrated into the Abaqus FEM software using the user material For-
tran subroutine UMAT for implicit solver and VUMAT for explicit solver [1]. The EST
Fortran subroutines are compiled into a static library and linked to Abaqus through
the abaqus v6.env environment file. At each integration point, during each FEM
iteration, the UMAT/VUMAT calls the main EST subroutine.
Open hole laminate is modeled using layered shell elements (S4R) with three
integration point through thickness for each lamina. For OHTS simulation, a to-
tal displacement of 2mm was applied over 1000sec using the *DYNAMIC, IMPLICIT
keyword in Abaqus with the parameter APPLICATION = QUASI-STATIC. For OHCS,
a ramped total displacement of 2mm was applied using the *EXPLICIT, EXPLICIT
keyword in Abaqus. For compression loading, the explicit solver was used to avoid
convergence issues cause by a sudden post-peak instability.
Results from the simulations were compared with experiments for four different
laminates. The nomenclature used to label laminates describe the percentage of
0◦, 45◦&90◦ plies in a laminate. For example laminate (10/70/20) is made of 10% 0◦
plies, 70% 45◦ plies and 20% 90◦ plies.
Results corresponding to the zeroth order, first order, and second order models
are shown in figure (B.16). The results are normalized by the compressive strength
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of the 0◦ ply with φ = 1◦ obtained from the Considere construction ie; the zero ply
un-notched strength. Though all the predictions are close to experiment, the first and
second order models are seen to be a better match with experiments (within 5%),
especially in laminates with high percentage of 0◦ plies.
The difference between the zeroth order and second order analysis is more pro-
nounced in tension. Results corresponding to the zeroth order and second order
models are shown in figure (B.17). The results are normalized by the tensile strength
of the 0◦ ply obtained from an experiment ie; the zero ply un-notched tensile strength.
Second order analysis results were found to be within 5% of the experimental results.
Conclusion
In this paper, different modeling approaches and coupon level test requirements
for predicting compressive (OHCS) and tensile (OHTS) strength of laminates with a
hole are outlined. A zeroth order approach which utilized Considere construction and
Lekhnitski approximations is described. This approach is useful for a quick and fast
approximation of the OHCS and OHTS, as it provides conservative values for OHCS
and OHTS.
A first order approach based on global-local micro-mechanical modeling is also
outlined. This approach can be used for OHCS prediction and is found to be within
5% of experimental values. First order approach can capture kink band formation
which is the dominant failure mechanism in compression. However, this approach
does not capture the damage in off-axis plies within a laminate.
A unified tension compression formulation which captures both damage and fail-
ure was finally described. EST formulation addressed both pre-peak and post-peak
non-linearities appropriately. Matrix micro-damage, predominantly responsible for
the observed pre-peak non-linearity in a composite lamina, was accounted for with a
single ISV representing the dissipated potential associated with micro-damage, along
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the lines of the original Schapery theory formulation. The relationship between the
transverse and shear moduli of the lamina were related to the ISV through a pair
of experimentally-obtainable micro-damage functions. Three major in-plane fail-
ure mechanisms applicable to continuous fiber-reinforced, laminated, polymer matrix
composites were identified: mode I matrix cracks, mode II matrix cracks, and fiber
breakage. A failure initiation criterion was used to mark the transition from a damag-
ing continuum to a damaged continuum with an embedded discontinuity. Currently, a
quadratic failure criterion is employed, but future work will focus on utilizing a more
physics-based initiation criterion. After failure initiation, micro-damage evolution
ceases and separate ISVs are introduced to incorporate the effects of the three major
failure mechanisms. Evolution of the failure ISVs is based upon traction-separation
laws that are material specific and that which can be measured. Good agreement is
seen with first and second order predictions of both OHCS and OHTS. The material
used for this study did not show significant delamination. This however is not true
for all material systems. Future studies are aimed at incorporating delamination ca-
pability using cohesive zone elements, as reported in [53]. This ”third order” model




Damage: Schapery evolution polynomial
1 Shear [+452/− 452]s tension
2 Trans. tension [+302/− 302]s tension
3† Trans. compression [+302/− 302]s compression
Intralaminar failure strain
4 Fiber tension Xεt [0] tension
5 Fiber compression Xεc [0] compression or FEM
6 Trans. tension Yεt [90] tension
7† Trans. compression Yεc N/A
8 Shear Zε [+452/− 452] tension
Intralaminar failure toughness
9 Fiber tension GIf−t CTS [90/0]s tension
10† Fiber compression GIf−c CCS [90/0]s compression
11‡ Trans. tension GIt−t SENT [90] tension
12† Trans. compression GIt−c N/A
13‡ Shear GIIs SENT [0] tension & FEM
Interlaminar failure
14 Mode I GI , σI DCB
15 Mode II GII ENF
16 Mode II strength τc SLJ
† assumed the same as in tension
‡ assumed same as interlaminar failure




Figure B.1: Typical kink band in a carbon fiber composite.






Figure B.3: Dimensions of compression test coupons with hole.
Figure B.4: In-situ shear stress-strain
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Figure B.5: Equivalent stress-strain curve



















Figure B.6: Shear damage curve
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Figure B.9: Steps in global-local analysis






Figure B.11: Typical result in global-local analysis. Top: Load displacement plot
from response analysis of micro region. Two methods are shown, Standard-dynamic
and Riks analysis. Middle: Shows the axial stress plots at load points indicated on
the load-displacement curve. Bottom: shows the kink band formation in the micro
region.
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Figure B.12: Traction-separation laws used in second order analysis
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Figure B.13: Scaling study result
Figure B.14: General procedure for OHC & OHT analysis
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Figure B.15: Measurements required for a typical laminate analysis





































Figure B.16: OHCS results
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Figure B.17: OHTS results
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APPENDIX C
Experimental determination of validated, critical
interfacial mode I & II energy release rates in a
composite sandwich panel
Introduction
Sandwich composite materials are finding increasing applications in the aerospace
and wind turbine industry due to high specific (per unit mass) shear strength prop-
erties. A typical sandwich structure is a two material system with a low stiffness core
and high stiffness face sheets. The face sheets are bonded to the core material, which
makes the interface the weakest section of the structure. Most failure in sandwich
composites is initiated at the interface which is a transition region in a bi-material
system. Considerable research has been devoted to understanding and characterizing
bi-material interface fracture using analytical, numerical and experimental methods.
Analytical approaches can be classified into global (based on beam theory [102, 101])
and local (based on crack tip region singular field [96]) formulations. These methods
are developed to extract energy release rate and/or stress intensity factor and mode
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mixity ratios. Pioneering work by Suo & Hutchinson [96], based on linear elastic
fracture mechanics (LEFM), has been extended to many different test configurations
to extract mode I and mode II energy release rates [30, 95, 94]. Improvements by
accounting for shear deformation [101] and root rotations [64] have also been made
to classical formulations.
Available numerical methods used for analysis, generally follow two approaches;
they are either based on Irwin’s stress intensity factor [52], or on energy release rates
[13] attaining critical values, either as single mode problems or as mixed mode ones.
For failure prediction, particularly under mixed-mode conditions, cohesive zone based
methods implemented using the finite element method, for example, [104], are more
suitable because of its ease of implementation and versatility in analysing complicated
geometries. Cohesive zone based methods require critical energy release rates and
cohesive strengths in pure mode I (GIc,σc) and mode II (GIIc,τc). Traditionally, DCB,
ENF and lap-shear (and sometimes, button-peel) tests are employed to determine
these critical quantities, [45]. However, this is not as straight forward in the case of
sandwich structures, because the crack plane at the face-sheet/core interface, needed
to determine critical interfacial parameters, is not situated at a location that allows
single mode (pure) tests to be carried out.
There have been experimental methods reported to extract mode I and mode II
energy release rates,[14, 24]. These methods are in general a modification of two fun-
damental test configurations, Double Cantilever Beam (DCB) and End Notch Flexure
(ENF) test. However, due to the location of the crack plane, all configurations have
some element of mode mixity. Mixed mode tests, such as the un-symmetrical Double
Cantilever Beam (UDCB) [94], Unsymmetrical End Notch Flexure (UENF) [95] and
Single Leg Bend (SLB) [30, 24] test have found popularity among experimentalists
due to their simplicity and available closed form solutions. Other more complicated
test methods like Uneven Bending Moment DCB (DCB-UBM) [64] have also been
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used. All the methods mentioned above provide energy release rate contributions to
the total G obtained, however, when total G is critical, the component values, GI
and GII may not have attained criticality. Hence, extensive numerical iterations are
required to match the load displacement curves of such coupon tests to subsequently
extract the component critical parameters.
In this study, a simpler approach is employed to obtain GIc and GIIc experimen-
tally. These values are validated using the results from an independent mixed mode
test in conjunction with a prediction using the DCZM and a finite element model.
Sandwich Specimen Designs
Obtaining critical mode I & mode II strain energy release rates and corresponding
cohesive strengths, for an interface between the face-sheet and core of sandwich panel
is difficult because this interface is shifted away from the neutral axis of the sandwich
panel, causing both shear and peel to exist even for traditionally pure mode I & mode
II tests that use DCB and ENF configurations. Formulations for unsymmetrical DCB
and ENF have been developed; however, these methods only provide the contribution
of individual failure modes and not the critical energy release rates from each mode.
To obtain pure mode I & mode II energy release rates, the approach used here was to
simply modify the geometry of the sandwich structure such that the intended plane
of fracture coincides with the neutral axis. This is achieved by using a sandwich
specimen that has approximately similar bending stiffnesses above and below the
cracking plane. The resulting coupon geometry is an unsymmetrical sandwich with
respect to the geometrical mid plane but is symmetrical with respect to the interface
between the top face sheet and core, which is the plane of interest.
The approach, though simple, can be difficult to achieve with actual composite
material, because thickness of the face sheets are multiples of individual lamina (ply)
thickness, which provides discrete fixed values of thickness. Hence, an optimization
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formulation should be used to obtain geometries with fracture plane symmetry by
minimizing the difference between the bending stiffness of laminates above and below
the interface.
min e = |DT −DB| (C.1)
with constraints on the thickness
h1 + h2 + h3 −H = 0; h2 > 0 (C.2)
here, subscripts ’T’ & ’B’ refer to the top and bottom laminate of the bi-material
sandwich interface, H is the total sandwich thickness, which is a fixed value and h1,h2
& h3 are the top face sheet, core and bottom face sheet thicknesses respectively. Di













jk , h2, h3) (C.3)
where, superscripts ’1’,’2’,’3’ refer to the top face sheet, core and bottom face
sheet respectively. Ejk,Gjk,νjk are the elastic modulus, shear modulus and Poison’s
ratio, respectively, for orthotropic material. The sub-laminate bending stiffnesses are
calculated based on classical lamination theory, [50].
Influence of material and geometric parameters
The optimization procedure described above will provide the ideal geometry re-
quired for pure mode I and pure mode II testing. However, in practice this might
not be the case due to variations in material and geometry. Hence, it is important to
ensure that there is no significant change in test results due to material and geometric
variation. To study the influence of material and geometry variation on pure DCB










Figure C.1: Bi-material system under general loads
The basic analytical formulations used here follows the shear deformable bi-layer
beam theory proposed by Wang & Qiao [101], as shown in figure(C.1). The formula-
tion is based on split beam theory and the energy release rate in mode I and mode II
are obtained using a global approach. The expressions for mode I and mode II energy
















hT ξ + 2η
(ξM − ηN)2 (C.5)
here, M ,N , V are the effective moment, normal and shear forces on the bi-material
interface crack tip and corresponding parameters are, [101],

















N = N1 − AMMt + ANNt (C.7)





























(DT +DB)hB + ξDTDB








BTBB[2(DT +DB)η +DT (hT + hB)ξ]
DTDB(BT +BB)(2η + hT ξ)
(C.12)
For DCB [31, 101],
M1 = Pa, N1 = V1 = 0; Mt = Nt = Vt = 0 (C.13)
For ENF [95],
M1 = PTa, N1 = 0, V1 = PT ; Mt = Pa/2, Nt = 0, Vt = P/2 (C.14)
where, P is the applied load, a is the crack length. PT is the load carried by the
material above the interface in the ENF test and, the expression for PT is provided
by Sundararaman & Davidson [95].
Using the formulation above, a perturbation analysis was conducted, where inde-
pendent material parameters were varied within ±10% of nominal, and thicknesses
of the top and bottom face sheet were varied ±3 plies of nominal. Figure(C.2) shows
the effect of material variation on GI and GII with respect to nominal values G
0
I and
G0II . Overall, with 10% variation in material properties only about ±6% variation
in DCB GI values and −4% to 8% variation in ENF GII is seen, indicating material
variations have small impact on values of GI/II . As expected, the thickness variation
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Figure C.2: Change in energy release rate due to variation in material properties in,
(a) DCB test (b) ENF test.










































Figure C.3: Change in energy release rate due to variation in face sheet thickness in,
(a) DCB test (b) ENF test.
due to changing the number of plies in the bottom face sheet laminate has a higher
impact on the values obtained for both DCB and ENF energy release rates. Reduc-
tion in thickness has greater influence on GI/II with maximum change of about 25%
in case of DCB and about double that in the case of ENF as shown in figure(C.3).
The variation is particularly severe in case ofthe ENF test. Clearly, the analysis
indicates criticality of the bottom face sheet thickness when modifying geometries
for pure mode I and pure mode II experiments. Overall, if the material thickness is




Using the optimization formulation described above, coupon dimensions corre-
sponding to DCB & ENF testing was determined. The manufactured specimen thick-
ness are listed in table C.1.
Modified coupon DCB & ENF Test
Displacement controlled DCB and ENF experiments were conducted with the
modified sandwich panels. The geometry of the sample is shown in figure(C.4) and
table C.1 lists the dimensions. The initial crack was introduced between the top face
sheet and the adhesive core using a Teflon R© film, inserted during manufacturing of
the sandwich coupons. For DCB tests, steel blocks with a transverse through hole
at its center were bonded to the free end of the laminates for pin joint load transfer.
The pin joint was lubricated using Teflon lubricant to reduce frictional loss. A three
point bend fixture was employed for the ENF test. Clear markings on the specimen
side surfaces were used to track crack growth. Material properties of the bi-axial face
sheet and adhesive core are given in table C.2
Table C.1: Nominal specimen dimensions for DCB & ENF tests
Type L (mm) b (mm) h1 (mm) h2 (mm) h3 (mm) a0 (mm)
DCB 120 25.4 4.83 3.5 2.76 53
ENF 70 25.4 4.83 3.5 2.76 15
Table C.2: Nominal specimen material properties
Type E11 (GPa) E22 (GPa) µ12 (-) µ21 (-) G12 (GPa)
Composite 11.5 8.0 0.3 0.25 3.0
Core 3.0 3.0 0.3 0.3 1.2
The tests were conducted on an MTS universal test machine with a crosshead dis-
placement rate of 1mm/min. Load was measured continuously using a high accuracy
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#1: Top face sheet 
#2: Core










Figure C.4: Double Cantilever Beam (DCB) and End Notch Flexure (ENF) test
coupon geometry
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tension/compression load cell linked up to a data acquisition system. A high reso-
lution SLR camera, time synchronized with loading, was used to capture crack zone
images with a framing rate of 1 frame per second. The images were then analyzed
manually, using a linear pixel measuring software calibrated against a reference grid
pattern marked on a typical specimen. This method gives crack length in the time
domain which can be then converted to plot crack length against load and load point
displacement.
In the DCB specimen, though the failure was mainly through the interface (figure
(C.5 -a)), beyond crack growth of about 15 mm, an oscillatory pattern is observed in-
dicating the crack turning in and out of the adhesive. This is confirmed by examining
the completely broken samples of the tested coupons (figure C.5 -b). A small amount
of rigid body rotation is also observed. These inconsistencies can be attributed to
manufacturing constraints arising from difficulty in maintaining required dimensions,
especially dealing with layered materials. However, the fact that the crack tends to
turn back to the interface indicates that this test configuration can be used for pure
mode I testing. Load displacement curves for the DCB tests are shown in figure(C.6).
A through thickness fracture was observed in one of the sample after the crack had
propagated by 12 mm. Overall, the load displacement response showed reasonable
consistency in peak load and post-peak response. Energy release rates from the DCB
test results were calculated using Modified Beam Theory [7]. Figure(C.7) provides
the G versus crack length curve, which shows slightly larger values at the beginning
but the spread diminishes as the crack length increases, suggesting a fairly constant
value. The average and standard deviation of GI is provided in table C.3, these are
the values used as critical energy release rates, later in conjunction with the SLB test.
Figure(C.8) shows a side view of a ENF test specimen with the crack propagating
entirely through the interface. There were two samples that showed de-lamination
occurring in the face sheets and parallel to the interfacial crack propagation, but
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Crack propagation through interface 
b/w top face sheet and core
(a) 
(b) 
Figure C.5: Double Cantilever Beam (DCB)- modified sandwich coupon


















Figure C.6: Force-displacement plots for the DCB tests.
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Figure C.7: G v/s crack length variation for DCB tests.
near the loading head. The majority of ENF tests showed consistency in peak load,
figure(C.9), however, the difference in stiffness indicates variability due to manufac-
turing. The energy release rate for the ENF specimen was calculated based on the
compliance method. The average and standard deviation of GII are also given in
table C.3.
Table C.3: Energy release rates obtained from DCB and ENF tests
Type Avg GI (N/mm) Std (N/mm) Avg GII (N/mm) Std (N/mm)
DCB 2.08 0.419 - -
ENF - - 20.9 1.55
SLB Validation Test
To validate the critical GI and GII obtained using the modified DCB and ENF
tests, an independent test is required. Hence, a displacement controlled Single Leg
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Crack propagation
Figure C.8: End Notch Flexure (ENF) - modified coupon.




























Figure C.10: Validation using the Single Leg Bend (SLB) test.
Bend (SLB) test was conducted that drives an interfacial crack under mixed-mode
conditions. The SLB geometry and configuration used are shown in figure(C.10) and
listed in table C.4. The single leg bend test is essentially a three point bend test with
the lower half of the bi-material interface free of loading. Even though the SLB is
a mixed mode test, it is mode I dominated, in the sense that majority of energy is
released due to crack opening than crack sliding.
Table C.4: Nominal specimen dimensions for SLB tests
Type Lss (mm) Lsc (mm) Lsa (mm) h1 (mm) h2 (mm) h3 (mm) a0 (mm)
SLB 120 60 20 4.83 10 4.83 10
The SLB test specimens showed de-lamination in the top face sheet after about
10mm of interface de-bonding as shown in figure(C.11). This phenomenon confirms
the basic notion that the SLB test starts from a mode I dominated contribution and
gradually increases the mode II contribution. De-lamination in the face sheet may be
caused because the mode II critical energy release rate of the composite face sheet is
lower than the corresponding value at the interface.




Figure C.11: Interface debond and face sheet delamination observed during the SLB
test.

























Figure C.12: Interface debond and face sheet delamination observed during SLB test.
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Figure C.13: Typical G v/s crack length curve for a SLB test.
test repeatability is seen between samples. A steady increase in the load is seen until
start of composite de-lamination. The strain energy release rate for the SLB test,
for the length of interface de-bonding, was calculated using the compliance method
and is shown in figure(C.13). An increase in G also indicated the increasing mode II
contribution.
Numerical simulation
The numerical simulations of the DCB, & ENF tests, and the prediction of the
SLB test, were conducted using the finite element method in conjunction with the
DCZM. An explicit DCZM code is implemented through a user defined interface
element (UEL) subroutine in Abaqus R©[45]. A triangular traction law was used in
the simulation, where for mode I GIc = 2.08N/mm, σc = 10MPa and for mode II
GIc = 20.9N/mm, τc = 30MPa values were used. UELs are placed at the interface
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between the two arms of the DCB & ENF which is the crack path. The cohesive
strengths, (σc and τc for mode I and II respectively) corresponding to the mean
GIcr ,GIIcr (given in table C.3) was found in case of DCB and ENF geometries by
matching the simulation’s first crack initiation point with the experimental crack
initiation point.
The DCZM parameters were validated by simulating the SLB experiment and
comparing the load-displacement response against the experimental results. In the
SLB experiments, composite face sheet de-lamination was observed, however, since
the aim here is to validate interfacial DCZM parameters, we restricted the predic-
tions to crack growth values of about BB mms, such that in this range there is no
face sheet delamination. Figure(C.14) shows the comparison between the FE predic-
tion and the experimental results. Good agreement is observed with both initiation
and subsequent propagation. It is also interesting to note that the predicted force-
displacement response over-shoots the experimental result approximately at the same
displacement point as where de-lamination of the face-sheet composite is observed.
Further work, which can capture the interaction between the face sheet delamination
and interfacial cracking is the subject of a future paper. It is observed that the criti-
cal fracture parameters obtained using the modified sandwich specimens made with
the same material systems, are able to successfully replicate the SLB test results, the
latter being an independent validation.
Discussion & conclusion
Experiments, simulations and predictions reported here demonstrate that the crit-
ical traction separation parameters to be used in a combined FE-DCZM model of a
composite sandwich panel can be obtained by conducting DCB and ENF tests on
suitably designed, geometrically modified sandwich test coupons. By equalizing the
bending stiffnesses of the two arms on either sides of the intended crack plane (such
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Figure C.14: The predicted force-displacement response compared against experiment
for the SLB tests.
that crack plane and neutral axis coincide), it is possible to obtain pure mode I and
pure mode II energy release rates experimentally. Though this is shown to be true for
a thick composite and a stiff adhesive core sandwich system, this might not be the case
for a soft core sandwich systems (soft foam cores for example) where extensive crack
tip rotation, and through-the-thickness shear and damage, needs to be accounted for.
Perhaps the major constraint for geometrical modifications of the test coupons for
pure mode I & pure mode II, is in manufacturing of the composite sandwich panels
to specified (and optimized) dimensions. As the perturbation study shows, DCB &
ENF tests are relatively insensitive to the variation in material properties, however,
they are highly sensitive to the bottom face sheet thickness variation. A tight con-
trol on the bottom face sheet thickness will be needed to ensure success of DCB and
ENF test. Overall, the simple approach employed in this study can be an effective
replacement to more complex experimental and numerical methods, as long as there
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is freedom to modify the coupon geometry. Other means of stiffening can also be
employed if the basic sandwich structure cannot be modified. Bonding stiffeners on
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